














































































































































































































relationships being the same. Figs. 410 and 411 were obtained by a
triple exposure displaying the two component voltages separately
and together. Equal amplitudes result in a line having a slope of
45° (Fig. 410). Two such lines corresponding to different voltage
ratios are shown in Fig. 409.

If the two voltages are in quadrature (90° or 270°), the pattern
becomes a circle (Fig. 412) or an ellipse, the great axis of which is
either horizontal or vertical (Fig. 413). Besides these special cases,
there are the intermediate phase angles indicated by tilted ellipse
patterns. Fig. 414 indicates a phase angle between 0° and 90° (or
180° and 270°) and Fig. 415 one between 90° and 180° (or 270°
and 360°).

The actual phase angle can be calculated in the following
manner: The distances AB and CD are measured on the screen or,

MAJOR AXIS

Fig. 417 (left). When a capacitor of negligible loss at the line frequency is
substituted for Z in Fig. 416, a circle is obtained. Fig. 418 (right). Oscillo-
gram used for measuring the inductance and resistance of a filter choke.

if possible, on a print. Thus for Fig. 414 AB = 15/16 or 0.937 inch,
and CD = 5/8 or 0.625 inch. Now we have:
sin ¢ = CD/AB = 0.625/0.937 = 0.667

The phase angle ¢ can be obtained from a sine function table or
a slide rule. Thus we found ¢ = 42° (or 42 -+ 180 = 222°).

There is still another method of phase-angle evaluation that
can be carried out more easily on the screen. Provided the hori-
zontal and vertical axes traced in Fig. 414 are equal, let us call D
the major axis of the ellipse and d the minor axis. Then tan
#/2 = d/D. Evaluating the two lengths on the print, we find
d = 15/32 or 047 inch, and D = 1-1/4 or 1.25 inches. Thus
tan ¢/2 = 0.47/1.25 = 0.37. From this we get: ¢/2 = 21°, and

¢ == 42° as above.
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Measuring impedances

The impedance Z to be measured is series-connected with a
calibrated decade resistor R (Fig. 416). A transformer is used to
supply a balancing voltage of 60 cycles. Another frequency may
be used, provided it is of known value and reasonably free of dis-
tortion. The voltages V, and V, across Z and R are applied to the
X and Y input terminals, respectively. It is necessary first to
equalize the deflection sensitivities in both directions.

We now connect a capacitor of 0.1 uf in place of Z. As the loss
factor of such a capacitor is negligible at line frequency, an ellipse
oriented horizontally or vertically will be displayed on the screen.

Fig. 419 (left). Lissajous figure where f /ff = 2. Fig. 420 (center). f /f, = 2. The
two Inops are superimposed, but are nevertheless counted. Fig. 421 (right). f /ff, = 3.

This ellipse will become a circle if the capacitance equals the re-
sistance, or 1/27fC = R (provided the amplifiers are correctly
equalized). This will occur when R is 26,400 ohms, and Fig. 417
shows the circle obtained. It lacks perfect roundness because of the
presence of a slight distortion in the line frequency.

Now connect a filter choke in place of Z. The resulting ellipse is
somewhat tilted, indicating that the choke is not a “pure” reactance

Fig. 422 (left) . f /f, = 3.

Phase relationship differs

from that of Fig. 421. Fig.
428 (right). [ /f, =4

and that its losses are not negligible. Adjusting R for equal length
results in the oscillogram of Fig. 418. Now the reactance equals the
resistance, or 27fl. = R. As R = 2,400 ohms, L. = R/2#f = 2,400/
2260 = 6.35 henries.
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Fig. 424 (eft). f”/[ll, = 10. Fig. 425 (right). 1’y/fm = 3/2. There are three tangent
loops horizontally and two wvertically.

Measuring on Fig. 418 the length of the axes of the ellipse, we
find D = 1-1/16 or 1.06 inches, and d = 13/16 or 0.81 inch. It fol-
lows that tan ¢/2 = d/D = 0.76, ¢/2 = 37.5° and ¢ = 75°. To
find the ohmic resistance r of the choke, we have tan ¢ = X /1 =
R/r. As tan ¢ = 3.73, we have r = 2,400/3.78 — 643 ohms. This
method obviously does not have great accuracy and there is no
point in looking for the fifth decimal.

Lissajous patterns for frequency comparison

Jules-Antoine Lissajous found out that the composition of two
sine waves results in a peculiar, closed-line pattern. Curiously
enough, his discovery was not made with the oscilloscope in mind,
for he died in 1880.

Lissajous figures are easy to obtain. The time-base generator
being inoperative, the standard frequency f; is applied to the input
terminals of the X amplifier and the unknown frequency f, to the
Y input. (Direct connection to the deflection plates may be used
if sufficiently large voltages are provided.) A moving pattern in-
scribed in a rectangle or square results; it becomes stationary if
t,/tc is a whole or fractional number. If one of the frequencies
drifts slightly, the pattern turns around its horizontal or vertical
axis and seems to be traced on a rotating transparent cylinder.

The calibration of variable-frequency oscillators is an important
application of Lissajous figures for frequency comparison, and we
will show how to interpret these patterns when calibrating the 200-
2000-cycle range of an audio oscillator. A 500-cycle tuning-fork
frequency standard was used. The 60-cycle line frequency might
have been used as a standard but its use leads to more complicated
calculations.

Starting with f, = f; = 500 cycles, an ellipse is obtained, widen-
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ing to become a circle (if the deflections in both directions are
equal) and nmarrowing in a straight line, according to the phase
relationships. Let us now increase the frequency of the audio
oscillator. For f, = 1,000 cycles (f,/f; = 2), we obtain a pattern
such as Fig. 419, showing two loops on the top (or on the bottom)
of the pattern. This oscillogram seems to be written on a trans-
parent cylinder turning around a vertical axis, as is always the case
if f, is greater than f,. Thus, for a different angular position of the
virtual cylinder, the forward and return traces may be super-
imposed as shown in Fig. 420. There are still two loops to be
counted, for a Lissajous figure is always endless, like a snake that
bites its tail.

Fig. 426 (left). Another aspect of f, i, = 372 Fig. 427 (center). f/f, = 4/3. Fig.
428 (righty. f,/f, = 8/7.

For f; = 1,500 cycles (f,/f; = 3), the oscillograms of Figs. 421
and 422 were obtained, showing different phase relations. The four
loops on the top of Fig. 423 indicate a frequency ratio of 4, or

Fig. 429 (left). f/f, = 6/5.
Fig. 430 (vight). f, /f, = 5/4.

f, = 2,000 cycles. This ends the range but, for the sake of complete-
ncss, the oscillogram corresponding to f, = 5,000 cycles (f,/tx =
10) is shown in Fig. 424.

These casily identified significant calibration points will now be
completed by some intermediate points. Figs. 425 and 426 show
two aspects of the ratio fy/fy = 3/2, corresponding to f, = 750
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Fig. 481 (left). f /f, = 7/3, not 4/3. The superimposed traces create an illusion,
Fig. 432 (right). f /f, == 5/3.

cycles. To understand the method of determination of the fre-
quency ratio, refer to Fig. 425 where two straight lines tangent to
the top and a side of the oscillogram are traced. We have the ratio
_ number of loops tangent to the horizontal line
/Y = Sumberof loops tangent to the vertical line
Having three loops (A, B, C) tangent to the horizontal line and
two loops (a, b) tangent to the vertical line, we have f,/f; = 3/2.
Fig. 427 shows four loops tangent to an (imaginary) horizontal
line, and three loops on ecach side; thus, f,/f, = 4/3 and f, = 666-
2/3 cycles. Figs. 428 to 436 show a certain number (by no ways
exhaustive) of such frequency ratios, and it is easy to learn to
interpret them.

We now tune the audio oscillator to frequencies lower than the
standard frequency. These patterns seem to turn around a hori-
zontal axis. For fy/f, = 1/2 (f, = 250 cycles), the oscillogram of
Fig. 437 was obtained. This is exactly the same pattern as dis-
played in Fig. 419 but rotated 90°. You may compare, too, Fig. 438
showing a frequency ratio of 2/5 (f, = 200 cycles) with Fig. 435
£/t = 5/2) and Fig. 439 (ratio 2/3, f, = 333-1/3 cycles) with
Fig. 425 for a ratio of 3/2. Thus, it is deemed unnecessary to
present a large number of oscillograms for f,./f, < 1.

Lissajous patterns with distorted waves
The diagrams shown thus far are generated by two sine waves. If

one or both waves are distorted, more or less confusing patterns
may result.

Figs. 440, 441 and 442 showing frequency ratios f,/f; of 2, 4 and
2/3, respectively, were obtained with Y input voltages of triangular
waveform derived from the filter input capacitor of a conventional
power supply. Note the resulting sharp edges. Applying a 60-cycle
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square wave to the Y input and a 60-cycle sine wave to the X ter-
minals resulted in Figs. 443 and 444, corresponding to the circle
and the straight line of the 1/1 ratio figure. Because of the rapid
rise of the square wave, the vertical lines of the diagram are not
visible; if they were, Fig. 443 would show a square and Fig. 444 a
Z-like figure. Fig. 445, corresponding to a frequency ratio of 3/1
(to be compared with Fig. 421), is still more difficult to interpret,
and so we will not proceed further this way.

The two diagonally positioned points of Fig. 446 result from
applying square waves of same frequency and phase to both inputs.
This is in fact a sloped straight line, but, because of the very short
rise and fall times of the square wave, the spot passes almost in-
stantly from one extreme position to the other, and stays there for
a relatively long time because of the flat top and bottom of the
wave, generating no displacement. With a phase difference of 90°
between two square waves of the same frequency, four points rep-
resenting the corners of a square (or rectangle) will be obtained,
corresponding to a quadrature circle or to the half-written square
of Fig. 443. The number of such distorted Lissajous figures being
infinite, their interpretation has to be left to the ingenuity of the
technician or engineer. If the frequency of such waves is to be
determined, transformation into a sine wave (by filtering, for
instance) should be considered.

Amplitude-modulated circle

The methods to be described now make use of a quadrature
circle generated by the standard frequency f, and modulated by the
unknown frequency f,. There are different ways to determine the
ratio f./f.. A phasing bridge is always required to generate the
circle, but there are various methods of modulating it.

Connecting f, between the “cold” terminal of the phasing bridge
and the “‘ground” terminal of the scope (Fig. 447) results in pat-
terns somewhat similar to crown wheels such as Fig. 448, showing a
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Fig. 435 (left). { /f, = 5/2. Fig. 436 (center). fg’f = 7/2. Fig. 437 (right).
f,/f, = 1/2. Compare this photo with that sfzown in Fig. 479,

Fig. 438 (left). f /f, = 2/5. Compare this with the phote shown in Fig. 435 Fig.
439 (center). f /f, = 2/3. Compare with Fig. 425, Fig. 440 (right). f /f == 2. The
' waveform of fy is triangular.

Fig. 441 (lett). f /f = 4. The ¥ vollage is triangular. ¥ig, 442 {center). f /1t = 2/3.
The Y voltage is triangular. Fig. 443 (right) . Equal frequencies. The Y voltage is a
square wave.

Fig. 444 (lefr) . Same as Fig. 443, but phased differently. Fig. 445 (center). f/f =

The Y voltage is a square wave, Fxg 446 (right). Square waves of the same }‘requmcy
and phase result in two diagonally positioned points.
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Fig. 447. Circuit used for generating Fig. 448. Crown-wheel pattern
crown-wheel patterns for frequency for f,/f, = 10. Count the spikes
measurements. on one side of the wheel only.

frequency ratio f,/f, = 10. T'o know this ratio, one has to count the
number of teeth on the same side of the crown wheel; for con-
venience they have been numbered from 1 to 10. Some of them
such as tooth No. 10 may not be very distinct, and it is important
not to omit any one of them. Of course, counting the teeth on the
opposite side of the crown will lead to the same result. A slowly
rotating wheel makes counting obviously difficult if not impos-
sible, but the teeth appear more distinctive than in the photo.
Fig. 449 represents the easily interpreted ratio f,/f; = 5. There
are three teeth in Fig. 450, thus f,/f, = 3. Fig. 451 is more difficult
to interpret; there is one tooth for two revolutions, or half a tooth
for one, and £,/f; = 1/2. This indicates that the present method
(and all other systems using circle modulation) is best suited for
a value of f, greater than f,. The oscillogram of Fig. 452 shows a

Fig. 449 (left). f /f, = 5. Fig. 450 (right). f, /f, = 3.
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Fig. 451 (leity. f /f = 1/2. One tooth for twe revolutions. Fig. 452 (right). f /f, =
7/2. Seven teeth, lwo traces.

double-trace wheel supporting seven teeth. Dividing the number of
teeth by the number of traces, we obtain fy/f; = 7/2.

Note that this type of pattern does not always allow for easy
counting, especially’ on the sides of the crown. By means of the
circuit of Fig. 258 (described in Chapter 2) a gear-wheel pattern
such as Fig. 453 is obtained, showing clearly six teeth. Thus, f./f,
= 6. This type of display permits determination of somewhat intri-
cate ratios (at least on the print!). If you are patient enough, you
will count 20 teeth in Fig. 454; thus, f,/f; = 20. Fig. 455 displays
one tooth for two revolutions: f,/f; = 1/2 (compare with Fig. 451).
Fig. 456 features 13 teeth and a double trace, and so we have f,/f;
== 13/2. In the oscillogram of Fig. 457 we count 11 teeth and 3
traces, obtaining f./f, = 11/3. These odd ratios are presented to
prove the merits of this method; simpler ratios are of course easier
to determine.

Intensity-modulated circle
This method is very easy to carry out. The quadrature circle

Fig 453 (leto). f /f, = 6. Fig. 4564 (center). f /f = 20. Fig. 455 (right}. [ /f =
172, One tooth for every two revolutions.
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Fig. 456 (left) . f /f = 13/2. Thirteen teeth, two traces. Fig. 457 (center). f /f, —
11/3. Eleven teeth, three traces. Fig., 458 (right). Intensity-modulated circle.

}‘“j’f‘g = 3.

being generated by f, as above, f, is applied to the control grid of
the C-R tube to modulate the beam intensity. For §,/f, = 3, for
instance, the circle will be interrupted 3 times as shown in Fig. 458,
and the 10 marks or spaces of Fig. 459 indicate a ratio of 10. For
f, = f,, a half-circle is obtained (Fig. 460), and the 40 dots of Fig.
461 indicate a ratio of 40. To count 40 dots on the screen of a
C-R tube, an absolutely motionless pattern is necessary and it will
be useful to mark with a fountain pen the beginning of the count.

Very neat dots or spaces can be obtained using a square wave or
pulses instead of the sine wave to modulate the circle. It is easy to
understand that no fractional ratios can be displayed this way, and
misleading diagrams may be obtained for a value of f, less than
f, for, at a given point, the circle will be interrupted once for
several revolutions.

Use of markers for frequency or time measurement
Instead of intensity-modulating a quadrature circle, we can mod-
ulate the waveform displayed by means of a time base, enabling

Fig. 459 (left). f /f, = 10. Fig. 460 (right). f, = f_.
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Fig. 461 (lefty. f /f, = 40. Fig. 462 (right). Intensity modulation of a 500-cycle
sine wave with a 10-ke voliage.

us to study simultaneously the waveform and the frequency of the
voltage examined. Fig. 462 shows a 500-cycle sine wave intensity-
modulated by a 10-ke voltage. Counting the number of dots from
one apex to the next, we find-a ratio of 20.

This method presents, however, a different and more interesting
aspect. The modulation provides a fair means for timing the wave
or event. The duration of a period of a 10-kc wave is 1/10,000 sec-
ond, or 100 usec. This equals the distance between two consecutive
dot or space centers and allows for easy determination of the dura-
tion of some portion of the wave. The simple sine wave of Fig. 462
does not yield many indications but we can see that the duration
of the flyback is 500 psec (five spaces) and that the spot slows down
considerably when writing the tops of the wave, for the spaces
become quite narrow.

Fig. 463 (left) . Comparing frequencies by means of an electronic switch. The fre-
quency ratio is 2 to 1. Fig. 464 (right) . Superimposed traces, 2-to-1 ratio.
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Fig. 465 (left). Frequency ratio of 10 to 2 or 5 to 1. Fig. 466 (right). Time base
running at 1/6 of signal frequency. fy/fz = 6.

Just as the quadrature circle can be amplitude- or intensity-
modulated, some sort of amplitude modulation of the waveform
can be accomplished for timing or frequency measurement by
introducing marker “pips.” This method is widely used for the
calibration of wide-range frequency sweep generators. It is, how-
ever, not recommended for general use for the pips are liable to
modify the waveform displayed and their generation and super-
position are more complicated than those of intensity markers.

Comparing frequencies with an electronic switch

An electronic switch can also be used to determine frequency
relations, and this method is especially useful when odd-shaped
waveforms are involved. To avoid errors in frequency determina-
tion, an electronic switch of 1he type shown in Fig. 302 in Chapter
3 is preferred, and the switching frequency is chosen higher than
the sweep frequency. The optimum operating condition (half-
frequency operation) is not recommended here because the dura-
tion of the successive sweeps may be different, thus omitting one
or more cycles or parts thereof. The return trace should not be
blanked in order not to hide cycles occurring during the return
time.

Figs. 463 and 464 display two sine waves of 500 and 1,000 cycles,
respectively. The frequency ratio of 2 to 1 is easy to note, for there
are 4 cycles of one wave for 8 cycles of the other. Superimposition
of the traces (Fig. 464) may lead to easier evaluation. A frequency
ratio of 10 to 2, or 5, is shown in Fig. 465.

To display these patterns, the time base is synchronized with
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Fig. 467 (left) . Time base running at twice the signal frequency. f /f, = 1/2. Fig.
468 (right) . fyf/f{y = 2/3. There are two complete loops tangent to the horizontal
line and three traces crossing the vertical line.

one of the signals, locking its trace. The other one will come to a
standstill only if its frequency is an exact multiple or submultiple
of the first. The switching multivibrator may be left running free.

Evaluating running frequency of time base

The time-base generator cannot be used for determination of
the frequency of a signal for its repetition frequency is generally
known only approximately and is readily altered by a slight
amount of sync. It is, however, necessary to be able to evaluate it.

The time base is normally operated to display between 1 and,
say, 10 cycles of the wave under study; for best study of the wave-
form 3 or 4 cycles should be traced. In Fig. 466, almost 6 cycles are
visible. There are 6 peaks at the bottom and at the top of the
oscillogram, taking into account the flattened peak traced on the

Fig. 409 (left) . f,/f, = 3/2. Fig. 470 (vight). f,/f, = 3/4.
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return stroke. To display 6 cycles, the time base has to run at 1/6
of the signal frequency. Calling f, the signal frequency and f; the
sweep frequency, we have here fy/f; = 6.

Things are slightly more complicated if there are several traces.
Fig. 467 shows only one complete loop at the top or at the bottom
but there are two traces. This means f,/f, = 1/2. To state a general
rule, consider Fig. 468 where two auxiliary lines have been drawn,
a horizontal one tangent to the loops and a vertical one crossing
all the traces present. Here is the formula:

£t number of complete loops on the topside

number of traces crossed
As there are 2 complete loops and 3 traces crossed, we obtain f,/f
= 2/3. Compare this pattern with Fig. 469 where we have 3 loops
and 2 traces, resulting in f,/f; = 3/2. A frequency ratio of 3/4 is
found for Fig. 470, and Fig. 471 yields the ratio 7/5

There is generally no point in accurate determination of the
running frequency of the time base. Knowing how to interpret

Fig. 471 f /f, = 7/5.

these oscillograms may, however, avoid hesitation about the direc-
tion the frequency controls are to be varied to obtain the desired
form of display. Generally speaking, if there is too great a crowd-
ing of the waveform, the frequency is set too low; if more or less
horizontal lines appear, the operating frequency is too high.
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chapter

networks and waveforms

IN the techniques of television, radar and electronic computers,

the generation and use of special waveforms are of the utmost
importance. The oscilloscope is the only practical device to visu-
alize them. Some fundamental networks are used to shape and to
transform these waveforms.

Harmonic content of sine wave

Among all possible waveforms, the “pure” sine wave is unique
in that it is composed of but one frequency. It can be shown
mathematically (and even experimentally, using a device called a
waveform synthesizer) that any waveform can be generated by
adding to a sine wave {(called the fundamental) a number of com-
ponents of suitable amplitude and phase whose frequency is a
multiple of the fundamental. These components are called har-
monics and their order indicates their relationships to the funda-
mental frequency. Thus, the second harmonic of a 60-cycle sine
wave is twice that frequency, or 120-cycles, and the third harmonic
is a 180-cycle component. In a distorted wave, the lower harmonics
are generally of greatest importance (up to the fifth), but the cor-
rect reproduction of a square wave may need as many as 20 cor-
rectly phased and sized harmonics.

A sine wave is said to be distorted if it contains harmonics. Har-
monics are generated by nonlinear devices such as detectors and
incorrectly operated amplifiers. The photo of an oscillogram can
give an idea of the type and amount of harmonics present, and so
we will show some waves of known harmonic content. Comparison
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Fig. 501 (left). Circuit used for synthesizing waves containing predetermined
amounts of harmonic distortion. Fig. 502 (right). 109, second harmonic is hardly
discernible. Note the slight spreading of the trace.

between these waveforms and those actually displayed on the screen
of a C-R tube will allow for a rough approximation of the type
and amount of harmonic content.

All possible varieties of waveforms can be produced at will by
means of a waveform synthesizer, an apparatus generating a funda-
mental and a number of harmonic oscillations and providing
means for mixing component waves of adjustable amplitude and
phase. A simple (but rather imperfect) substitute for such an elab-
orate gear is the circuit shown in Fig. 501, which we used to pro-
duce the waveforms. There is a fixed-frequency 500-cycle tuning-
fork oscillator O and a variable frequency oscillator Q.. They are
series-connected to the Y input of the scope. (We did not use the
line frequency as a fixed-frequency scource because of its harmonic
content.) With this type of connection, the output impedance of O,
has to be rather low if hum voltage is not to be superimposed upon
the output of O;. The time base has to be synchronized externally

Fig. 503 (left) . 209, second harmonic. The tops are flattened on one side only. Fig.
504 (right). 309, second harmonic. Note the double-humped nature of the peaks.
This phenomenon becomes pronounced as the percentage of distortion increases.
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by O, and not internally by the composite voltage if sync jitter is
to be avoided. Needless to say, some patience is required to set the
variable oscillator to an exact multiple of the fixed frequency for
a time long enough to make a photograph.

The operating princple is rather simple. To generate harmonics
2,3,4 and 5, O is set on 1,000, 1,500, 2,000 and 2,500 cycles, respec-

Fig. 505 (left). 409, second harmonic. The photo shows flattening at the bottom but
flattening can also occur on the top of the wave. Fig. 506 (right). 309, second har-
monic as in Fig. 504, but the phasing is different. The wave seems much less distorted.

Fig. 507 (left). 40%, second harmonic as in Fig. 505, but phased differently. Fig. 508
(vight). 10%, third harmonic. Note the symmetry of odd-harmonic distortion.

tively. As the output of O, happened to be 5 volts rms, harmonic
contents of 10, 20, 30 and 409, were produced by setting the output
of O to 0.5, 1.0, 1.5 and 2.0 volts rms, respectively.

Let us first consider the effect of the second harmonic upon the
waveform. It will be seen that 109, second harmonic is hardly
discernible in Fig, 502, while 20%, of the second harmonic signifi-
cantly flattens the tops on one side of the wave of Fig. 503. For an
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even greater harmonic content, the tops become double-peaked as
shown in Fig. 504 (309, second harmonic) and Fig. 505 (409, sec-
ond harmonic).

Note that the aspect of the oscillogram changes notably with the
phasing of the component waves. Thus, Fig. 506 obtained with

Fig. 509. 209, third harmonic.

309, second harmonic seems relatively little distorted and Fig. 507
(409, second harmonic) appears less distorted than Fig. 505,
differing only in its phasing. 4l these waveforms show an asym-

Fig. 510. 209, third harmonic. Due
to different phasing, the distortion
seems more severe. Note the def-
inite symmetry of the flatiened
tops.

metric distortion relative to the base line, as is always the case for
even-order harmonics—an important fact to remember.

Adding now some third harmonic to the fundamental, we obtain
Fig. 508 for 109, third harmonic. The distortion is more apparent
than it is for the same amount of second harmonic. Distortion due
to 209, third harmonic is visible in Figs. 509 and 510, the phasing
being different. For 30%, third harmonic, Figs. 511 and 512 were
obtained, and Figs. 513 and 514 show 40%, third harmonic. Note
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Fig. 511 (left). 309, third harmonic. Fig. 512 (right). Another photo of 30%, third
harmonic.

the symmetry of these distortions regarding the base line, indicat-
ing the presence of odd harmonics.

The effect of only 109, of fourth harmonic is shown in Fig, 515,
and Fig. 516 was obrained with 30%, fourth harmonic. Only 109,
fifth harmonic was responsible for the marked distortion evidenced

in Fig. 517.

Fig. 513 (left) . 40%, third harmonic. Fig. 514 (right) . Another photo of 40%, third
harmonic.

Fig. 515 (left). 10%, fourth harmonic creates a clearly visible amount of distortion.

This is typical of low levels of the higher-order harmonics. Fig, 516 (right). 309,
fourth harmonic. Note the lack of symmeiry due to the even-harmonic distortion.
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In brief, the following conclusions are to be remembered:

Even harmonics produce asymmetric and odd harmonics sym-
metric distortion with reference to' the base line.

The presence of higher-order harmonics introduces more visible
distortion than equal amounts of low-order harmonics.

An harmonic content of less than 10%, is not readily visible on

Fig. 517. Only 10%, fifth har-
monic is responsible for the
marked distortion of this sine
wave. Note the symmeiry.

the oscilloscope, especially for the second and third harmonics.
This is of particular importance for checking audio systems. An
amplifier presenting from 5 to 109, harmonic distortion obviously
does not qualify for a high-fidelity label. The oscillogram of its
output may, however, appear quite perfect. To show the actual
distortion, other methods must be employed. If the output wave-
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Fig. 518. Simple resistance-capac-
itance phasing circuil.

form corresponding to a sine-wave input shows a visible deforma-
tion, the actual distortion is liable to be more than 10%.

Phasing circuits

Phasing a voltage is accomplished by shifting its wave along the
time axis, making it lead or lag with regard to a time reference.
This may imply a reduction of its amplitude but should not alter
its waveform.
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As phasing circuits are networks comprising resistance and reac-
tance, they are frequency-sensitive. Thus, the components of the
different frequencies of a2 complex wave are likely to be unequally

Fig. 519. Phasing ellipses ob-

tained with R = 1,000, 10,

000 and 100,000 ohms (in the
circuit of Fig. 518).

transmitted, and waveform distortion will result. The only one-
frequency wave is the “pure” sine wave, and only this wave can be
phased without distortion. If a complex wave such as a square wave

SCOPE
Camd
®
Lo ° 607y
X Y
ey o R

Fig. 520. Resistance-capacitance
phasing circuit,

is to be phased, one has to act upon the original sine wave, prior to
squaring.

The simplest phasing circuit, consisting of only a resistor and a
capacitor, is shown in Fig. 518. Connected to the scope as shown, a
variable resistor R is used to show the action of the circuit: Fig.
519 displays three typical phasing ellipses obtained. For R = 0, a
sloped straight line (not shown) is obtained, indicating an in-phase
condition. Increasing R opens the line into an ellipse whose major
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axis tilts to become horizontal. The 90° limit value of phase angle
is obtained theoretically, but it postulates an infinitely large value
of R. As R is series-connected, it follows that the phased voltage
decreases its amplitude with an increasing phase angle. When R is
infinite, the output voltage is zero. The ellipses shown were ob-

Fig. 521. Phasing ellipses ob-
tained with the same wvalues
of R as in Fig. 518.

tained with R = 1,000, 10,000 and 100,000 ohms and the loss of
amplitude is clearly seen for the ellipse with a horizontal axis
(R = 100,000 ohm:s).

Phasing can also be accomplished by the network of Fig. 520,
using a series capacitor and a parallel resistor. Three typical phas-
ing ellipses are shown in Fig. 521, corresponding to the same R

SCOPE

o

Fig. 522. Constant-amplitude phasing circuit
using a tapped transformer.

values mentioned in the previous paragraph. However, the increase
of the phase angle accompanied by a loss of amplitude is obtained
here with a decreasing value of R. The most flattened ellipse with
a horizontal axis was obtained with R = 1,000 ohms.
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Fig. 523 (left). Phasing ellipses obtained with the constant-amplitude phasing circuit

of Fig. 522, R and C as in Fig. 518. Fig. 524 (vight). Phasing conditions for two

different values of R. Simultancous viewing is obtained by using an electronic switch.
Upper waveform: R — 1,000 ohms; lower waveform: R = 100,000 chms.

The most serious drawback of both these circuits is the great
loss of amplitude of the phased output voltage for phase angles
of, say more than 50°. Using the same R-C network and the same
values, this can be overcome by feeding the network by a center-
tapped secondary transformer (Fig. 522). The phasing ellipses
corresponding to the same values of R specified earlier are shown

uII

Fig. 525 (left). Phasing bridge using a dual control. Fig. 526 (right). Phasing
ellipses obtained with the bridge of Fig. 525.

in Fig. 523; the most flattened one occurs when R equals 1,000
ohms. Using an electronic switch, the waveforms of Fig. 524 were
obtained, showing (upper waveform) the nearly phased condition
for R=1,000 ohms, and (lower waveform) a phase angle approach-
ing 180° for R = 100,000 ohms. Figs. 523 and 524 show two
significant advantages of this circuit: a phase-angle variation nearly
180°, and a practically constant output voltage.

Combining two similiar R-C networks results in the phasing
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bridge of Fig. 525, using a dual control. The three ellipses of Fig.
526 obtained with both an extreme and intermediate setting of
the dual control indicate a constant output voltage and a possible
phase-angle variation similar to that of the circuit of Fig. 522.
Feeding the phasing bridge by a center-tapped secondary trans-
former results in the circuit of Fig. 527 where two output voltages
(Y1 and Y2) are phased with regard to the input voltage X. This
result would not justify the use of the relatively complicated com-

)

Fig. 527. This phasing bridge main-
tains @ constant out-of-phase con-
dition between Y1 and Y2.

ponents, were it not for another reason. While Y1 and Y2 are
phased regarding X, their mutual phase relationship is maintained
equal to 180°, a condition to be fulfilled for phasing push-pull
amplifiers. This rigid phase relationship is displayed in Fig. 528
for both extreme settings of the dual control; the slight phase error
in the upper waveform is due to an improper balance of the phas-
ing bridge.

Fig. 528 (left). The constant out-of-phase condition of YI and Y2 is shown for the
two extreme settings of the dual control (R in Fig. 527). Fig. 529 (right). Phase-
shifting network using cascaded C and R sections

) ¢ B A
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As the usable phasing introduced by a simple R-C section is
often insufficient, cascaded sections such as shown in Fig. 529 are
sometimes used, for instance, in phase-shift oscillators. The input
voltage A is compared with the voltage at B, C and D by an elec-
tronic switch (upper, center and lower traces respectively, Fig.
530). The larger amplitude identifies the input voltage. Though
the overall phasing introduced is about 120° the loss of ampli-

Fig. 530. Comparison of phasing condi-
tions between points A and B (top), C
{center) and D (bottom) of Fig. 529.

tude is not prohibitive. In a conventional phase-shift oscillator,
such a network will permit oscillation for the frequency introduc-
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Fig. 531, Simple clipping circuit
using two germanium diodes.

ing a phase-shift of 180° between points A and D (taking into
account the input impedance of the tube).

Producing square waves

Square waves are used extensively for testing and as a “‘raw mate-
rial” for production of pulses and other waveforms. Square waves
may be generated by multivibrators. In the present section we will
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consider only squaring devices, that is waveform transformers, fed
by an external oscillator supplying a sine input voltage.

There are two types of squaring devices: limiters or clippers, and
the Schmitt trigger. There are quite a variety of limiters, for any
overdriven amplifier delivers a (more or less) square wave. We will
examine here only the very simple and reliable clipping circuit
of Fig. 531 using two crystal diodes. These diodes are biased to
conduct only for voltages exceeding the bias voltage, clipping the
part of wave exceeding that amplitude. The square wave obtained

Fig. 532 (left) . Square wave obtained with the diode clipper. The input voltages
were 2 volts rins (above) and 10 (below). Fig. 535 (right). Clipped waveforms pro-
duced by using one diode only.

is shown in Fig. 532. Insufficient input voltage (2 volts rms) re-
sults in a trapezoidal wave (upper waveform) by clipping the wave
tops only, while adequate clipping is accomplished by an input of
10 volts rms (lower waveform). Using a single diode, the wave-
forms of Fig. 533 were obtained for the same input voltages.

This very simple squaring device exhibits somewhat low rise and
fall times, making it unsuitable for higher-frequency use. More-
over, its output impedance is high. Much better performance is

B+ 15 GNDED
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Fig. 534, Schmitt trigger circuit used to produce clean square waves.
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featured by the Schmitt trigger used as a square-wave generator.
The circuit of Fig. 534 consists of a duo-triode whose two sections
are coupled in a multivibrator-like manner by two dc couplings.
For a sufficiently biased section V1, the bias of V2 is decreased.
This section passes heavy current, increasing the bias of V1 by
means of the common cathode resistor. If a positive voltage is now
impressed upon the grid of V1, nothing happens until this voltage
exceeds a given level. V1 then passes a heavy current, suddenly in-

Fig. 535. Square wave obfained with
the Schmilt trigger circuit of Fig. 534.
Different mark-space ratios are shouwn.

creasing V2's grid voltage making it less conductive. Simultane-
ously, VI's plate current also adds bias to V2 by means of the com-
mon cathode resistor. Owing to this sort of “chain reaction,” the
plate current of V2 (and thus the potential of its plate) has only

Fig. 536. 100-ke square wave passed by
a scope amplifier of insufficient band-
width (above) and 20-cycle square
wave (below) passed by a coupling cir-
cuit having too low a time constant.
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two possible states, making it very suitable for square-wave pro-
duction. The resulting square wave is shown in Fig. 535. The
mark-space ratto of this wave is adjusted to ahout unity by setting
control R1. The oscillogram below displays a mark-space ratio
greater than 1, for a different setting of R1. Furthermore, some
overshoot is noted. This is due to an incorrect setting of adjustable
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Fig. 537. Transistor version of
the Schmitt trigger circuit.

capacitor G, introduced to assure a steep transition from one state
to the other.
A “fine” square wave can be badly distorted by an inadequate

Fig. 538. 4 20-kc square wave (upper

trace) produced by the circuit of Fig.

537. Omission of capacitor C in Fig.

537 results in a lower rise time (botiom
trace).

or incorrectly used scope amplifier. The upper oscillogram of Fig.
536 shows a 100-kc square wave handled by a scope amplifier of
insufficient bandwidth. Note the rounded corners. The lower wave-
form represents a 20-cycle square wave passed on by a dc ampli-
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fier using a 0.1-uf input capacitor. Eliminating this capacitor makes
the droop disappear, the tops becoming perfectly flat. Always re-
member that the best amplifier used beyond its bandwidth is liable
to introduce distortion of its own.

Transistorizing the Schmitt trigger circuit of Fig. 534 results in
a very handy and economic squaring device, (Fig. 537). Although
transistors are shown replacing the vacuum tubes, the circuit re-
mains about the same. An input signal of about 1 volt rms is ade-
quate, and the output is about 4.5 peak-to-peak volts. The current
taken from the 7.5-volt battery is 7 ma.

The shape of the square wave produced is quite good. A 20-kc
square wave is shown in Fig. 538 (upper waveform); omission of C
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Fig. 539. Differentiating (D) and integrating (1)
circuits,

resulted in the lower oscillogram, showing smaller rising and fall
times. As the duration of a cycle of a 20 kc wave is 50 microseconds,
the rise time of the upper wave can readily be estimated to be at
about 2 psec.

Differentiation and integration of waveforms
Examining the phasing circuits of Figs. 518 and 520, we saw that

Fig. 540 (lefr). Differentiating a square wave with RC = T (above) and RC — 0.1
T (below). Fig. 541 (right). Differentiating a square wave with RC = 0I T (above)
and 001 T (below).
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Fig. 542. A square wave of nonunity
mark—space ratio produces unequally
spaced pulses.

they are to be used with sine waves to accomplish phasing, and that
complex waves are more or less distorted. We can now determine
the kind of “distortion” introduced.
. INes
. b o

2 b V V
» 4
:;!00&. $500a

Fig. 543. Circuit used for clipping pulses, on one
side of the base line.

Let us redraw these important circuits (Fig. 539). Circuit D (for
differentiating) at the left looks like conventional grid coupling.
Used as such, the capacitance of C, or reactance 14#tC, has to be
large in relation to R to avoid attenuation of the lower-frequency

Fig. 544 (left). Unipolar pulses obtained with the circuit of Fig. 543. Fig. 545
(right) . Integrating a square wave with RC = .0I T (above) and 0.1 T (below).
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Fig. 546. Integrating a square wave
with RC = T (above} and RC =
10 T (below).

components. Decreasing R or C (that is, reducing the time con-
stant RC) results in suppression of the lower-frequency compo-
nents, thus emphasizing the “rapid” components. Mathematically
speaking, this corresponds to a differentiation of the function rep-
resented by the waveform.

Circuit I (for integrating) at the right is not unknown either:
this is a conventional filter, extensively used to smooth the residual
ac components in a dc power supply. Here, too, however, the dif-
ference is merely the result of the time constant RC. In a filter, RC
is made sufficiently large to filter the ac component. Here, on the
contrary, we are interested in that residual component, and we will
make RC a little lower. Nevertheless, this circuit will smooth the
rapid transitions of the waveform and accentuate the slow ones.
Mathematically speaking, this means integrating the function of
the waveform.

Some characteristic waveform transformations accomplished by
differentiation and integration are given below:

Original wave Differentiated wave Integrated wave
sine cosine cosine
square pulses alternatively above  triangular

and below the base line
sawtooth pulses of same polarity parabolic
triangular rectangular pairs of parabolic
half-cycles

The differentiating or integrating action of a given circuit de-
pends upon both its time constant RC and the operating frequency.
For example, as we worked with 1,000 cycles, the duration of a
cycle is T = 1 millisecond, and RC may conveniently be expressed
in terms of T. The time constant RC (in seconds) is obtained by

multiplying R (in megohms) by C (in microfarads).
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Fig. 547. Staircase wave obiained by adding saw-
tooth waves.

RESULTANT STAIRCASE WAVE 2ND SAWTOOTH
WAVE

1ST SAWTOOTH WAVE

—-
TIME

Generation of pulses

Pulses may be obtained by differentiating a square wave. Circuit
D of Fig. 539 was used with C = 0.1 pf, R being variable. With R
= 10,000 ohms (RC = 1 millisecond), the upper oscillogram of
Fig. 540 was obtained, showing merely a bad transmission of the
low-frequency components. With R = 1,000 ohms (RC = 0.1 mil-
lisecond), we obtained the lower oscillogram. More pulselike wave-
forms resulted for R = 100 ohms (RC = .01 millisecond, Fig. 541,
upper waveform), and R = 10 ohms (RC = .001 millisecond,

Fig. 548 (left). Staircase wave produced by two sawtooth waves. Fig. 549 (right).
Simple mixer for the production of complex waveforms

lower waveform). Comparing these waveforms, we can state that
adequate differentiation is obtained with RC smaller than T /100.

If the original square wave features a nonunity mark-space ra-
tio, pulses unequally spaced regarding the base line are obtained
as shown in Fig. 542 where RC = T/100. Thus, pulses can be
phased by varying the duty ratio of the square wave.

Pulses most frequently required are of but one polarity. This
can be easily obtained by using a germanium diode as shown in
Fig. 543. Pulses of only one polarity are passed as shown in Fig.
544. The positive pulses of the oscillogram above are properly
clipped (lower waveform). Of course, the gain of the scope ampli-

100



Fig. 550 (left) . Waveform produced by mixing a 500-cycle square wave and 5,000-
cycle puises. Fig 551 (right). Waveform produced by mixing pulses of 500 and 5,000
cycles.

fier is somewhat larger for the second display. Needless to say, posi-
tive pulses are obtained by merely connecting the diode the other
way round.

As indicated above, unipolar pulses may be obtained directly by
differentiating a sawtooth wave.

Generation of triangular waves

Let us now integrate the square wave (T = | millisecond) by
means of circuit I of Fig. 539 where C = 0.1 uf, R being made vari-
able. With R = 100 ohms (RC = .01 millisecond), only a slight
rounding of the corners and some deterioration of the rise time
occur, as shown in Fig. 545. For R = 1,000 ohms (RC = .1 milli-
second), the wave is composed of parabolic portions (Fig. 545,
lower waveform). A fairly triangular wave is obtained with R =
10,000 ohms (RC = 1 millisecond) as displayed by the upper oscil-
logram of Fig. 546, while the lower one, obtained with R = 100,
000 ohms and RC = 10 milliseconds, features rather perfectly
linear portions. Comparing these oscillograms we conclude that
good integration is obtained with RC greater than T.

If the mark-space ratio of the original square wave differs from
unity, the triangular wave becomes a sawtooth wave as shown in
the lower part of Fig. 546. It is, however, difficult to obtain by this
method a sweep voltage featuring a negligible return time.

Generation of complex waves

Applications such as the generation of a complex video signal
involve rather complicated waveforms. Voltages of this type cannot
be produced directly (at least by purely electronic means), but are
obtained by adding and mixing more elementary waveforms, prin—

cipally pulses and square waves. Of course, the generators produc-
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ing these components must be interlocked by suitable synchroniza-
tion if they are not driven by a common generator.

As an example of a complex waveform; let us study the staircase
wave, useful for frequency division and for tracing a family of
characteristics. As shown in Fig. 547, such a waveform may be ob-
tained by adding two sawtooth waves of suitable frequency and
amplitude. Such a staircase wave pattern, produced for demonstra-
tion purposes only, is shown in Fig. 548. It was obtained using two
gas triode sweep oscillators with a frequency ratio of 5 to 1 (there
are five steps), the whole affair being properly synchronized. These
voltages are added in the C-R tube, for the sawtooth waves are di-
rectly injected into the Y1 and Y2 deflection plates. This overcomes
a minor difficulty. Instead of adding two waves of opposite polarity
the C-R tube actually substracts waves of the same polarity. If the
gas triodes are used for frequency division, this pattern gives a good
visual check of the dividing ratio.

To study the operation of a signal mixer, the simple circuit of
Fig. 549 was used. A 500-cycle square wave and pulses with a repe-
tition frequency of 5,000 cycles were applied on both grids. The
resulting waveform is shown in Fig. 550 where the gating effect of
the square wave upon the pulses is evident. Applying pulses of 500
and 5,000 cycles on both grids resulted in Fig. 551; the frequency
ratio of 10 to 1 is easily verified.
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chapter

display of characteristics

OINT-BY-POINT plotting of characteristics of vacuum tubes, semi-
conductor devices and other nonlinear components is very
tedious and time-consuming. Because of its two-dimensional type
of display, the cathode-ray tube is suited for this kind of work, and
readily lends itself to automatic tracing. The rapid exploration of
the working characteristic even allows for plotting of portions situ-
ated beyond the rated power dissipation, without damaging the
tube, a significant advantage over the point-to-point method. On
the other hand the displays, obtained rather easily, do not provide
for numerical evaluation. Systems featuring graduated coordinates

 DEVICE UNDER
] STUDY

PHAS)
NETWORK

Fig. 601. Operating principle of the 804
automatic curve tracer. SINE

have been developed, but they are very complicated, and their use
is practically restricted to specialized laboratories and tube fac-
tories.

Mechanism of automatic plotting

To trace its characteristic, a signal is injected into the input of
the device under study, and the resulting output is measured. A
graph is obtained by plotting the measured output along the Y
axis and the corresponding input signal along the X axis, adequate

103



5K
VARIAC
[ S——— M
17V AC @ov A X
3
100 T
=

Fig. 602. Circuit used for tracing diode characteristics.

scales being chosen for both of them. The intersection of both co-
ordinates situates the point of the characteristic.

The absence of inertia of the writing spot of the C-R tube per-
mits replacing the point-by-point exploration by a continuous
sweeping of the characteristic; this can be done conveniently by a
60-cycle sine-wave voltage of suitable amplitude. A plot is obtained
by deflecting the spot horizontally by a voltage of the same fre-
quency and phase and of adequate amplitude.

The operating principle of the automatic tracer is illustrated in
Fig. 601. Amplifiers can be provided in one or both deflection
channels, depending upon the required amplitudes. The phasing
network compensates for phase errors between the signal and the
sweep voltage.

Confusing characteristics may result from a wrong connection of
the C-R tube, but this condition generally is easily corrected. If
the display appears upside down, the connections to the Y-plates
are to be reversed; if the trace slopes to the wrong side (as if seen
in a mirror), the connections to the X-plates should be reversed.

If the output of the device under study has a dc component, there
will be a self-centering action of capacitance-coupled amplifiers.

Fig. 608 (left). Characteristic of a selenium rectifier. Fig. 604 (right). Characteristic
of a point-contact silicon diode.
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Fig. 605 (left). Phase shift produces a looped characteristic. Fig. 606 (right). Spread
of characteristics of diodes from the same production run.

Unless the sweep is sufficiently rapid with regard to the time con-
stant of the channel, the dc component will be lost. For this reason,
dc amplifiers are to be preferred, at least for the Y deflection
channel.

Rectifier characteristics

To display the characteristic of all kinds of rectifiers (vacuum
tubes and semiconducting devices), the circuit of Fig. 602 was used.
The Variac allows for convenient voltage control, but it is not an
absolute requirement. The rectified current passing through the
100-ohm resistor develops the Y deflection voltage; because of the
low amplitude, amplification is necessary. The phasing device of
Fig. 601 is composed of the 5,000-ohm control and the .1-uf capa-
citor.

A typical rectifier characteristic (selenium) is shown in Fig. 603.
The straight horizontal portion on the left side corresponds to the
negative half-cycle of the 60-cycle voltage; the rectifier passes no
current. The slightly curved, sloped portion on the right side indi-
cates the current passed by the rectifier in terms of the applied volt-
age. With but one exception, the impressed emf uniformly was 7

Fig. 607. Testing a selenium photocell as a
rectifier. As the illumination increases, the
forward current also increases.
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Fig. 608 (left). Characteristic of a 5V4-G rectifier tube. Fig. 609 (right). Characteristic
of one section of a 64L5 duo-diode. Note that there is no reverse current in vacuum
tube diodes.

volts rms, or about 10 volts peak, assuming a reasonable sine wave.
Thus, the characteristic is swept between —10 and +10 volts. Most
rectifiers examined did not present a visible backcurrent at so low

Fig. 610. Circuit used for tracing { l
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an inverse voltage. This backcurrent is, however, clearly visible in
Fig. 604, which represents the characteristic of a 1IN23A point-
contact silicon diode designed for early radar applications. At the
left is a small straight portion corresponding to the so-called Zener
voltage, the diode becoming conductive again. The applied emf
was reduced here to 5 volts rms, or 7 volts peak. Thus, the diode is
nonconductive only for potentials between 0 and about —4 volts.

Comparing these characteristics with curves published by manu-
facturers, one may be surprised by the different appearance of the
left side of the characteristic. Remember that this results from the
use of different scales for the positive and negative sides of the co-
ordinates, to give the most useful information in a limited space.
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As we use a signal of equal positive and negative amplitudes, im-
pressing a voltage sufficient to show the back current would imply
excessive forward current on the positive peaks.

Elimination of the phasing network resulted in the looped char-
acteristic shown in Fig. 605. The phase error responsible for the
phasing loop is often difficult to correct, and compensation may be
easier to carry out.

While this simple automatic tracer does not provide numerical
results, it may be used nevertheless for comparison purposes. Test-

Fig. 611 (left), I o/ E, curves of a 124X7. Plate voltages used were 300, 250 and 200.
Fig. 612 (right). Characteristic curves of the 124X7 with a plate load of .05 megohm.

Fig. 613 (left). Effects of various load resistances on 124X7 characteristics. The top
curve is for a zero load. Fig. 614 (right), I./E, curves for different bias voltages.

ing two IN89 germanium diodes of the same batch resulted in the
clearly spread characteristics shown in Fig. 606; the higher-sloped
curve indicates the more efficient unit. Testing these diodes for
forward current, the vom gave readings of 45 and 200 ohms, respec-
tively, on a low-resistance scale (readings of forward resistance on
high-resistance scales are meaningless).
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Fig. 615 (left). Photo shows the effect of running the tube into the grid current
region, Fig. 616 (right). Same as Fig. 614. The use of a capacitance-coupled scope
amplifier is responsible for the loss of the zero reference level.

As a selenium photocell is structurally similar to a selenium recti-
fier, it seemed interesting to test it as a diode, and so we obtained
the display of Fig. 607 (IRC sun battery B2M). Note that this com-
ponent makes a poor rectifier, the reverse voltage being quite low
but then it has never been designed for rectifier use. It is also worth
noting that the two superimposed characteristics were obtained for
dark and light conditions, and that incident light increases the for-
ward current, a common feature of semiconductor rectifiers.

Characteristics of vacuum type diodes and rectifiers are traced in
exactly the same way; Fig. 608 depicts the operation of a 5V4-G
rectifier tube and Fig. 609 is that of a 6AL5. The last oscillogram
shows a higher slope, resulting from the lower internal resistance
due to the close spacing of the electrodes of the detector tube. Of
course, there is no reverse current in vacaum diodes.

(Photographs were made of several other solid-state devices and
vacuum tubes, but the prints looked so similar that nothing was to
be gained in presenting them here.)

Characteristics of vacuum tubes

The static characteristics of an amplifier tube are shown by two
sets of curves: the transfer (or mutual) characteristics, and the
plate characteristics. These curves present the same information,
but in two different forms. They permit graphical determination
of the optimum working conditions of the tube. However, the
curves traced will lack nwnerical values if the display device is to
remain simple, and no accurate evaluation will be possible. On the
other hand, the oscilloscope permits study of the amplifier tube in
its actual dynamic working condition, with neither plotting nor
calculus, and this method is to be preferred for rapid results.

The transfer characteristic is the curve relating the plate current
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Fig. 617 (left). Looped characteristic due to phase shift. Fig. 618 (right). Circuit used
for producing the I » /E ” characteristics of triodes.

I, to the grid voltage E,. A family of curves is obtained by tracing
this curve for different values of plate voltage E,. For automatic
tracing of these characteristics, the circuit of Fig. 610 was used. The
actual grid voltage is made up of an ac voltage (controlling simul-
taneously the horizontal deflection of the beam) and a dc bias, both
of them being adjustable for convenience. The plate current I, de-
velops across R (100 ohms). Note that the use of an oscilloscope
implies particular grounding conditions, so that both terminals of
the plate and bias supplies are above ground. The use of batteries
is recommended, but high-voltage batteries are expensive and a
“floating” regulated B-supply is adequate.

A family of transfer characteristics of one section of a2 high-mu
twin-triode 12AX7 is shown in Fig. 611, for plate voltages (from
top to bottom) of 300, 250 and 200, respectively. The actual emf on
the grid was made up of a dc bias of —2 volts and an ac potential of
0.7 volt rms, or 1 volt peak. Thus, the grid is swept between —3
and —1 volts. Introducing a load resistance of R, = .05 megohm
resulted in the family of curves of Fig. 612. The flattening and the
reduced slope of the curves are evident; these are dynamic charac-
teristics. Another set of such curves is shown in Fig. 613 for R, =
0, .01, .04 and 0.1 megohm, respectively (from top to bottom), the
grid being swept from —2.5 to —0.5 volts for B-plus = 200 volts.

Varying the dc bias results in different static characteristics as
shown in Fig. 614 where the bias was 1 volt (top), 1.5, 2, 2.5 and 3
volts (bottom). As the ac “signal” was 0.7 volt rms, the actual grid
swings were from —2 to 0 volts in the first case, and from — 4 to

—2 volts in the last. The top of the upper curve shows the begin-
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Fig. 619 (lefty. I /E  characteristics of a 124X7 for bias voltages from 0 (top) to —3
volts (bottom). ¥ig. 620 (right). Reducing the sweep voltage results in incomplete
curves.

ning of grid current, and the lower curve illustrates the cutoff con-
dition, I, being zero during the major part of the sweep cycle be-
cause of excessive bias. Running the tube into grid current resulted
in Fig. 615 where the flattening of the top portion is clearly visible;
the actual grid swing was from —2.4 to 40.4 volts, with B-plus =
200 volts.

The self-centering action of an ac amplifier has been mentioned
earlier. Displaying the set of curves of Fig. 614 by a capacitance-
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coupled amplifier resulted in Fig. 616 (for a dc bias of —1, —2 and
—3 volts only). The curves are exactly the same, but the zero plate
current reference is lost and no comparison of the actual plate cur-
rents is possible. The ellipse of Fig. 617 was obtained by omitting
the phasing circuit; such an oscillogram has poor information
value.
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Fig. 622. 1 /E, curves of a 65]7 pen-
tode for grid bias of 0 (top) to 3 volts
{bottom).

The plate characteristic relates plate current I, to plate voltage
E, for different bias voltages V,. It can be traced automatically by
the circuit of Fig. 618 where a large-amplitude ac voltage is intro-
duced in series with the B-plus supply. Note that this B-plus sup-
ply operates well above ground and has to be adequately insulated
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S5k Fig. 628 (left). Circuit for producing
Ic/Ec curves of transistors in common-base
configuration. (Reverse the batieries for

Lo n-p-n types). Fig. 624 (vight) . [ /E  curves
p e of a 2N43 transistor.

or breakdown may be experienced. The amplitude of the “signal”
is sufficient for direct deflection of the C-R tube, and no phasing
device is necessary.

Plate characteristics of the 12AX7 obtained with this circuit are
shown in Fig. 619 for a bias of 0 (top), —1, —2 and —3 volts (bot-
tom). A knowledge of the actual variation of V, is important. V,
consists of 110 volts dc supplied by B-plus, and 78 volts rms, or 110
volts peak. Thus, V, varies between 0 and 220 volts, an adequate
scale. Reducing the ac to 39 volts rms (or 55 volts peak) resulted
in Fig. 620, showing only portions of the curves. The obvious rea-
son is the restricted variation of V, from 55 to 165 volts only.
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The same methods are used for tracing characteristics of multi-
grid amplifier tubes. An additional floating power supply is, how-

ever, necessary to supply the screen voltage and, unless a battery is

\ ¢

VARIAG

H7VAG

o
1

X

Fig. 625. Circuit for tracing the I /E  characteristics
of p-n-p transistors, common-emitier configuration,
For n-p-n units reverse the batteries.

used, this may introduce additional complications. Screen voltage,
of course, will constitute another parameter.

Using the circuit of Fig. 621, the family of plate characteristics of
a 658]7 pentode amplifier tube (sece Fig. 622) were obtained, evi-
dencing typical pentode curves. Grid bias was 0 (top), —1, —2
and —3 volts (bottom). With B-plus = 110 volts dc and a sweep of
106 volts rms, or 150 volts peak, V, varies between —40 and -++260.
Thus, the small horizontal portion on the lower left corresponds to
a negative plate voltage and may be used as a reference for I, = 0.
Screen voltage was maintained at 100 and had to be readjusted for
each bias value because a nonregulated power supply was used.

Characteristics of transistors

Tracing transistor characteristics is very similar to displaying
curves of vacuum tubes. For accurate results, constant-current
power supplies should be used instead of the familiar constant-
voltage supplies. For demonstration purposes, small dry batteries
can be used, however, and this, together with the absence of a hum-
generating heater supply, makes for a very simple and foolproof
experimental setup.

Because of the low input impedance and the frequency character-
istic peculiar to transistors, more types of characteristics are to be
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considered than for vacuum tubes. Since an exhaustive study is
beyond the scope of the present book, only the two most important
sets of curves will be considered. These are the collector current vs.

Fig. 626. I /E_ curves of a
2N34 junction transistor, com-
mon-emitter configuration.

collector voltage (I./E.) characteristics for the common-base and
common-emitter configurations.

The circuit of Fig. 623 was used to trace the I./E. characteristics
of a 2N43 junction transistor, common-base configuration. The set

R d

X
PROPORTIONAL TO PROPORTIONAL TO
FIELD W INDUCTION B

Fig. 627. Operating principle of
B/H curve tracing of magnetic
cores.

of curves obtained is shown in Fig. 624 for various values of con-
stant base current I, (from top to bottom: I, = 3, 2.5, 2, 1.5, 1, 0.5
and 0 ma). The collector potential is composed of 8 volts dc and 5.6
volts rms, or about 8 volts peak. Thus, E. is swept from 0 to 16
volts. Note the perfect linearity of the characteristics, and compare
with the pentode curves of Fig. 622.

Minor modifications of this circuit (Fig. 625) permit tracing the
L/E. characteristics for the common-emitter configuration. The
set of curves of Fig. 626 was obtained for constant base-current
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values of I, = 60 (top), 40, 20 and 0 pa (bottom), the E. sweep be-
ing about the same. These.curves are not as evenly spaced and as
flat as the previous ones and show less linear operation for the com-
mon-emitter configuration.

Readings of I, with a dc meter while tracing one of the curves
are meaningless, for the meter will indicate only a mean value dur-
ing the cycle, and not the peak current encountered. Thus, do not
exceed rated values.
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Fig. 628 (left). Practical circuit for tracing B /H curves. Fig. 629 (right). Typical B /H
curve for silicon iron.

Hysteresis loop of magnetic cores

The main characteristic of a ferromagnetic material is its hystere-
sis loop, relating the magnetic induction B to the magnetizing field
H. Because of magnetic saturation, this curve is approximately
linear for small values of H only; furthermore, the phenomenon
of magnetic remanence (or hysteresis) is responsible for the fact
that different values of B are obtained for the same values of H,

Fig. 630. (left). B/H curve of ordinary transformer laminations. The inner
curve was run at a reduced level of magnetizing current. Fig. 631 (right).
B /H curve of Mumetal laminations.
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depending upon the direction (increasing or decreasing) of the
variation of H. That explains the loop-shaped aspect of the B/H
characteristic.

To understand the mechanism of B/H curve tracing, consider
Fig. 627. It represents a magnetic core with primary P and sec-
ondary 8 windings. As P is energized by an ac voltage, an emf pro-

Fig. 632. Faulty loop display due
to time constant of integrating
circuit being too low.

portional to the magnetizing current or field H develops across
series resistor R, of small ohmic value. By means of the magnetic
core, an ac voltage proportional to the variation of the flux is in-

Fig. 633. B/H loop of Mumetal
core. Note the phase. shift.

duced in the secondary. To obtain a voltage proportional to induc-
tion B, this voltage has to be integrated by an RC integrating cir-
cuit. Assuming very tight coupling of P and S, a single winding may
do as well, and the circuit simplifies to that represented in Fig. 628
which we actually used; it worked as well as the first one.

A typical B/H curve for silicon iron is shown in Fig. 629, indi-
cating a rather progressive saturation. The inner area of the loop is
proportional to the iron losses due to hysteresis and measures the
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energy necessary for reversing the elementary magnets in the mate-
rial to follow the opposite magnetizing polarities. Ordinary trans-
former laminations display a B/H curve such as shown in Fig. 630;

/

200 TURNS 200 TURNS

Ny AC %
I

Fig. 634. Saturable reactor used to control a resistive load.
the large area in the loop points to relatively heavy iron losses.

{The inner curve was run at reduced amplitude of the magnetizing
current; saturation is not evidenced so well.) A B/H curve of a Mu-

Fig. 635. Increase of load current due
to dec control.

metal core is shown in Fig. 631; it approximates a rectangular char-
acteristic. After a steep rise, there is a rather short curved portion,
and nearly complete saturation follows. This shape is important for
applications such as magnetic memories and transducers. The re-
duced inner area of the loop indicates low iron losses.
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Phasing errors and unsuitable integration may cause important
picture distortions. Reducing R2 from 0.15 megohms to 5,000
ohms is responsible for altering the shape of Fig. 630 to that of Fig.
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Fig. 636. Magnetic modulator for
modulating a 2,000-cycle voltage by
60 cycles.

632. To test a core made of Mumetal and bearing only a few turns
of wire, a transistorized preamplifier was hooked up; it introduced
a phase shift, well noticeable in Fig. 633.

Experiments with saturable reactors

Saturable reactors, the major component of magnetic amplifiers,
are an important application of the properties of B/H loops. Strict-
ly speaking, for the sake of consistency, this section should not be
placed into the present chapter but there is no place in the book
that suits better.

A saturable reactor is a sort of transformer having at least two
windings: an ac winding in series with the load, and a dc control
winding. A direct current of suitable amplitude passing in the con-
trol winding saturates the iron core and significantly lowers the re-
actance of the series winding, thus increasing the load current.

1If a conventional transformer were used, an ac voltage would be

117



induced into the control winding. As this is inconvenient, the ac
windings are arranged on the core so that their ac fluxes compen-
sate in the control winding, inducing no ac voltage. An experi-
mental reactor and its connection to control a load are shown in
Fig. 634. Correctly matched, the saturable reactor will yield a very

Fig. 687. The pattern of the modulated
voltage obtained.

good efficiency; the experimental model, made by laboriously add-
ing turns on the side-limbs of an existing Mumetal core, could not
be matched correctly, and results are to be considered only qualita-
tively.
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Fig. 638. Determination of the inductance varia-
tion of a saturable reactor.

Connecting the scope across the load resistor (10 ohms) resulted
in Fig. 635, representing two successive photos. The low-amplitude
wave was obtained with no dc passing in the control winding; with
a control current of 10 dc ma, the larger-amplitude wave was ob-
tained. It is easy to see that the peak current passed by R is about
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four times higher; because of the distorted waveform, the rms cur-
rent rise cannot easily be calculated. This experiment demonstrates
the possibility of controlling the load current by a relatively small
amount of direct current.

A saturable reactor may be controlled by an ac voltage, provided

Fig. 639. Phasing ellipses ob-
tained with the circuit of Fig.
638.

its frequency is much lower than the supply frequency. Energizing
the reactor by an audio generator operating at about 2,000 cycles
and using a variable 60-cycle voltage to control the load current
(Fig. 636), a modulator was obtained. Carefully adjusting the
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Fig. 640. Circuit for tracing the hysteresis loop of the
nonlinear dielectric capacitor C1.

working point by a dc bias current passing in a third winding re-
sulted in the correctly modulated wave shown in Fig. 637.

The saturable reactor can also be operated as a dc-controlled
variable inductor. To demonstrate this possibility, the circuit of
Fig. 638 was hooked up. Reactor L is tuned by a .01-uf capacitor
and fed by an audio oscillator through a series resistor. At reso-
nance, the impedance of L-G is purely resistive; it becomes induc-
tive or capacitive at frequencies near resonance, and the resulting
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phase difference is easily observed by a Lissajous pattern. Adjust-
ing the oscillator frequency to obtain an ellipse approaching a line
for the noncontrolled condition, a somewhat broader ellipse ap-
peared when dc control was applied (Fig. 639). To restore the ini-

Fig. 641. Hysteresis loop of barium
litanate capacitor.

tial pattern, the oscillator frequency had to be shifted from 4,250
to 5,000 cycles. It is easy to calculate that this implies a variation
of L from 0.14 to 0.1 henry, or a decrease of 299,.

Hysteresis loop of dielectrics
Some dielectric materials such as barium titanate exhibit some
rather peculiar properties. First, they feature dielectric constants

Fig. 642. Characteristic of a non-
linear thyrite resistor (varistor).

of about 2,000 to 6,000; that is a thousand times more than those of
conventional insulating materials. For this reason, a 470-uuf capaci-
tor is just as large as a matchhead. The “constancy” of this constant
is not great: for a Glenco type rated K = 3,300, a dc bias of 300
volts results in K = 2,000. This means that the capacitance of a
330-uuf capacitor using this dielectric material will be reduced to
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200 puf if a dc bias of 300 volts is applied, a very noteworthy varia-

tion.
But this is not all. Just like a ferromagnetic material, this type of

Fig. 648. Waveform of the load cur-
rent of the waristor shows some
third-harmonic content.

dielectric exhibits hysteresis, and for this reason it is often referred
to as a ferroelectric. But don’t believe that it actually contains iron;

it only behaves as though it does. As there is a hysteresis loop, there
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Fig. 644. Circuit for obtaining curves of VR
tubes.

are losses too, and these losses are temperature-dependent. Just a
lot of exciting (or confusing) properties, interesting to investigate!

The circuit of Fig. 640 was set up to study the behavior of a ferro-
electric capacitor of 2,260 puf made up by paralleling smaller units
to avoid working with high impedances. This is a bridge circuit.
Assuming the bridge balanced, Cl and C2 being conventional
(“linear”) capacitors, a straight horizontal line will appear on the
screen of the C-R tube if the phasing is correct. A sloped line indi-
cates unbalance of the bridge. Increasing the applied voltage will
lengthen the baseline, but nothing else will happen.

If you are confused by the strange aspect of an oscillogram ob-
tained with some nonlinear material, try replacing it by a similar
one of known linear behavior whose operation you can predict.

This may help detect some error or faulty component in the setup.
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Connecting the barium titanate capacitor into the bridge and
balancing it with a low voltage applied, the emf was increased to
200 volts rms, or 280 volts peak. (As the capacitors are series-con-

Fig. 645, Characteristic curves of an
042 voltage-regulator tube.

nected, only half this voltage should be applied upon each unit,
but because of the variable losses of the ferroelectric, this does not
hold.) The oscillogram of Fig. 641 thus obtained is noteworthy for
two reasons: The loop formed by the trace as the applied voltage
increases and decreases indicates a dielectric hysteresis, and the loop
area is a measure of the losses. Second, the curvature shows an un-
balance of the bridge, increasing with the applied voltage; CI is
very voltage-dependent.

Of course, very different aspects of the same phenomenon can be
displayed for different phasing conditions and an unbalanced
bridge. And how accurately can one balance a bridge containing a
variable component to be checked!

Other nonlinear components

Just like inductors and capacitors, resistors can be nonlinear.
Certain silicon carbide compounds (for instance, thyrite, manu-
factured by General Electric Co.) are voltage-sensitive; that is, the
resistance of such a resistor decreases rapidly as the applied voltage
is increased. This property is used for control purposes and for
protection against surge voltages. Unlike semiconductors, these
nonlinear resistors, or varistors, have no polarity, and there are no
forward and reverse currents.

Just like a diode, the varistor was connected into the circuit of
Fig. 602, and the characteristic of Fig. 642 was obtained. On both
sides of an inflection point in the middle of the curve the current
increases more rapidly than the applied voltage (the component
tested presented a resistance of 300 ohms at 6 volts, and only 92
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ohms at 12 volts). The same curve could be obtained with two-back-
to-back connected diodes, a more expensive solution, however.
Applications in voltage regulators are evident, and a less well-
known property will be demonstrated. Replacing the sine sweep of
the scope by a linear time base, the waveform shown in Fig. 643
appeared on the screen, denoting some third-harmonic content
(compare with Fig. 511 in Chapter 5.). It should be easy to filter the

Fig. 646. The load current of the

voltage-regulator tube shows clip-

ping of the middle portion of the
waveforn.,

fundamental and retain the harmonic alone, thus realizing a very
simple frequency tripler. The writer, however, is unable to specify
the highest operating frequency of this device.

Thermistors belong to another class of nonlinear resistors. These
temperature-sensitive components feature a high negative tempera-
ture coefficient (the resistance decreases rapidly with increasing
temperature). By self-heating, the resistance obviously decreases too
if a current is passed, be it ac or dc.

The circuit of Fig. 602 should permit tracing the characteristic
of a thermistor too. However, owing to the large thermic time con-
stant of the device, the sweep frequency ought to be lowered consid-
erably. A sweep duration of at least 10 seconds is necessary for small
bead type thermistors, and minutes are required for the other mod-
els. For this reason, oscilloscopic curve tracing is definitely unsuit-
able for thermistors.

Voltage-regulator tubes

VR tubes and all other types of gas diodes are just another class
of nonlinear devices. The circuit of Fig. 644 is self-explanatory.
The curve of Fig. 645 was obtained with a regulator tube, showing

the typical behavior of gas tubes. The applied emf was 150 volts
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rms. That means the tube was “swept” from —210 to +210 volts.
During the major part of the cycle there is no Y-deflection, or no
current flowing, and the current, once it sets in, rises very abruptly,
evidencing a steeply falling internal resistance. (The tube is easily
destroyed if insufficient external resistance is provided.) Note that
the baseline exceeds somewhat the knee of the curve; this is due to

Fig. 647. Characteristic of a small neon pilot
tube. Note the symmetry of the curve.

the sudden striking (conduction) of the tube, decreasing the trans-
former voltage. At low currents the rising and falling traces are not
superimposed, indicating erratic low-level operation (it is not rec-
ommended by the manufacturer). This type of VR tube is designed
for operation with a specified polarity, and its electrodes are dis-
similar. That is why the right-hand slope is steeper than the left-
hand one. The true operating point is to be situated on the right-
hand slope.

Sweeping the C-R tube by a time base resulted in the display of
Fig. 646, showing a somewhat peculiar clipping action. Instead of
clipping the tops of the wave, this circuit has suppressed the middle
portion. If one is interested in visualizing the tops of an oscillogram
only, this circuit may prove valuable.

The characteristic of a small neon pilot tube is shown in Fig. 647.
The sweep had to be reduced to 75 volts rms, or about 100 volts
peak, and the rated current, of course, is lower. As identical elec-
trodes are used, the curve is quite symmetrical.

124



chapter

fundamental electronic circuits

A TUBE oOr transistor can perform only four fundamental types of

operation (or a mixture thereof). Understanding their basic
principles and spending the time necessary to see how they work
always leads to understanding the operation of the whole. The four
fundamental functions of electronic circuits are: amplification, os-
cillation, modulation and detection.

Optimum working point of an amplifier

An amplifier is a device for reproducing a signal (fed to its input
terminals) with increased amplitude (at its output terminals).
Thus, the principal feature of an amplifier is its gain. Voltage gain
is not the only thing to be considered; there actually may be a volt-
age loss, but a current (or power) amplification. You must under-
stand what magnitude has to be amplified.

But the available gain is not the unique characteristic to be spe-
cified. The waveform of the input signal has to be reproduced with
the best possible fidelity, and this means that the amplifier has to
introduce the lowest possible amount of distortion. High gain and
low distortion are somewhat conflicting conditions, and a compro-
mise is generally worked out to optimize operation as a whole.

To study the operation of a typical voltage amplifier, the circuit
of Fig. 701 was set up. Although it is never used in modern radios
and TV receivers, the method of obtaining variable grid bias by
means of a battery and a potentiometer is best for demonstration
purposes. The input signal is delivered by an audio oscillator. The

60-cycle line voltage may be used instead if its waveform is good;
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Fig. 701 (left). Audio amplifier circuit with arrangement for using different amounts
of fixed bias. Fig. 702 (right). Sine-wave output from the circuit of Fig. 701.

if noticeable distortion is present, it is impossible to evaluate the
amount of distortion originating in the amplifier.

As there is sufficient gain, the output of the 12AX7 was con-
nected to one Y-plate of the cathode-ray tube. Thus, the height of
the oscillogram is proportional to the output voltage.

Setting the bias control at —2 volts and injecting an af signal of
1 volt rms or 1.4 volts peak, the approximately “pure” sine wave of
Fig. 702 was obtained. (The lack of linearity of the sweep should
not be attributed to the amplifier under test.) Switching the scope
to the X-amplifier, the diagonal line of Fig. 703 was displayed.
Though reasonably straight, it is not accurate, for even the
“straight” portions of a characteristic are never exactly linear and
there is room for compromise. Of course, the curvature being
slight, a very small portion of the characteristic can be considered
as being linear, but the resulting small output voltage may be in-
sufficient.

Increasing the input to 2 volts, rms (the bias remaining un-
changed) results in the waveform shown in Fig. 704. The amplitude

Fig. 708 (left). Fairly straight characteristic obtained by feeding the output of the

audio amplifier (Fig. 701) to the X-amplifier of the scope. Fig. 704 (center). With

increased signal input, bias remaining unchanged, tops of the waveforms begin to

flatten. Fig. 705 (right). Ends of the characteristic bend horizontally, indicating ex-
cessive signal voltage.
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Fig. 706 (left). Flattening of the negative peaks indicates excessive bias voltage. Fig.
707 (right). Characteristic shows condition of plate-current cutoff due to high bias.

is increased, but the tops of the wave are flattened on both sides, in-
dicating nonlinear operation. This condition is more clearly shown
in Fig. 705 where both ends of the sloped line bend horizontally.
The lower bend is due to an exaggerated negative grid-voltage
swing (—4.8 volts peak); for a 12AX7, this corresponds to the cut-
off condition. The upper bend indicates that the tube is running
into grid current, the positive grid swing being 0.8 volt peak. Note
that this bend would not appear were the grid directly connected
to the low impedance of the generator. Of course, grid current still
would be present, but no bias-changing voltage would develop. To
simulate operation with a medium-impedance driver stage, the
series grid resistor R (Fig. 701) was introduced, and the voltage

Fig. 708 (left). Insufficient bias rounds the tops of the waveform. Fig. 709 (right).
Characteristic corresponding to the condition shown in Fig. 708.

Fig. 710 (left). Audio amplifier with provision for varying the cathode bias. Fig. 711
(right). Characteristic shows a small amount of overloading.
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across this resistor passing grid current is responsible for the upper
bend.

This working condition is typical for overload, the working
point being correct. With an exaggerated bias (—4 volts) and a
signal of 2 volts rms, the waveform of Fig. 706 was obtained, show-
ing badly flattened negative tops. This cutoff condition is evident
in Fig. 707. Insufficient bias (—1 volt; signal, 1 volt rms), on the
contrary, results in flattened or rounded upper tops of the sine
wave, as shown in Fig. 708. The corresponding characteristic (Fig.
709) shows this condition.

Though two methods were used to demonstrate the amount of
distortion introduced by the amplifier and simultaneously to eval-

Fig. 712 (left). Reducing the signal voltage results in fairly linear operation. Fig.

713 (center). More linear operation is obtained by removing the cathode bypass

capacitor. Fig. 714 (right). With an unbypassed cathode resistor, severe overdrive
results in moderately nonlinear operation.

uate its output voltage, the characteristic seems best suited for ad-
justing for optimum working conditions, for the linearity depar-
ture of a straight line is easily appreciated while small amounts of
low-order harmonic distortion may not be noticed. Furthermore,
the 60-cycle line voltage or any other source presenting some distor-
tion may be used as a signal without falsifying the display; the
same waveform acting upon both pairs of deflection plates (assum-
ing a distortion-free amplifier). .

Using one method or the other, first make sure that the deflection
directions are correct, to know whether a bent or a flattened top
corresponds to grid current or to cutoff. If necessary, the connec-
tions to the Y- or X-plates or both must be reversed to get the
familiar display.

Operating the tube with conventional cathode bias and a higher
plate resistor (Fig. 710) results in similar oscillograms. With a
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Fig. 715 (left). An experimental transistor amplifier. Fig. 716 (right). Commeon-
emitter transistor amplifier output characteristics. The curves are for different values
of base resisior.

cathode resistor Ry = 1,500 ohms (cathode voltage V. = 1.1 volts)
and an input signal of V, = 2 volts rms, the characteristic of Fig.
711 was obtained, showing some overload but a correct working
point. Reducing V; to 1 volt rms resulted in Fig. 712, indicating
linear operation.

Removal of the cathode bypass capacitor (C) introduces some
inverse feedback, reducing the gain of the tube and straightening
its characteristic. Thus, Fig. 713 shows a rather straight character-
istic obtained with Ry = 2,000 ohms (V. = 1.6 volts) and V, — 2
volts rms. There is no sign of grid current. Severe overdriving (R
= 3,000 ohms, V. = 1.8 volts, V; = b volts rms) is responsible for
the characteristic of Fig. 714 where only the ends are bent. This

Fig. 717 (left). Sine wave obtained with a value of 0.55 megohm for the base resistor
in Fig. 715. Fig. 718 (right). Output waveforms corresponding to characteristics A
and C in Fig. 716.

explains why omission of the cathode bypass capacitor is a good
trick to reduce amplifier overdrive, provided the resultant loss of
gain can be tolerated.

Working point of a transistor amplifier

Adjusting a transistor amplifier for optimum operation is some-
what similar to adjusting vacuum-tube units. Use caution to avoid
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severe overloading, for a transistor is easily damaged. Use correct
polarities and voltages well below the maximum ratings.

A simple common-emitter transistor amplifier is represented in
Fig. 715. After choosing the collector load, only the base resistor R,
is to be adjusted. An input voltage divider with a 100 to | ratio
delivers a small signal to the transistor while providing sufficient
input for the X-amplifier.

For different values of Ry, the three curves of Fig. 716 were ob-
tained, using a dc amplifier for Y-deflection to show the dc com-
ponent. Connection of the plates was such that a negative voltage

Fig. 719 (left). Querloaded transistor amplifier characteristics. Fig, 720 (right).
Squared sine wave produced by an overloaded transistor amplifier.

produced an upward deflection. The signal amplitude was 5 mv
rms. Curve B is approximately straight, and the height of vertical
deflection indicates that its output is highest among the three
curves displayed. An ac millivoltmeter connected to the output
read 270 mv; thus, the gain was 270/5 = 54. The correctly ampli-
fied sine wave is reproduced in Fig. 717. Ry was 0.55 megohm.
Curve A of Fig. 716 was obtained with R, = 0.8 megohm. Some
curvature and low output are apparent. Displayed against time
(Fig. 718, top), the rounded tops and the reduced amplitude are
clearly visible (compare Fig. 717; the setting of the scope amplifier
was the same). Measured gain was 42. With too low a base resistance
(Ry = 0.4 megohm), curve C was obtained, showing a pronounced
knee and low gain. The corresponding waveform is shown in Fig.
718, bottom; the lower peaks are just as clipped. Measured gain
was 40.
Because of the temperature dependence of transistors, this simple
arrangement offers poor stability, and more evolved circuitry is
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Fig. 721 (left). Effect of presence (4} and absence (B) of emitter bypass capacitor.
Fig. 722 (right). Transistor amplifier circuit is stabilized when base bias veltage is
obtained from a voltage divider.

often required. If this circuit is used, it is best to make R, slightly
higher rather than lower than the optimum value, for the resulting
distortion will be less pronounced. On the other hand, increasing

Fig. 723. Circuit arrangement which can be used c
for measuring the gain of an amplifier, IME o |
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R; will lower the collector current, and, by the same token, the
power supplied by the battery.

Of course, a transistor amplifier can be overdriven, and Fig. 719
shows the input-output characteristic for a signal voltage of 100
mv rms; R, was 0.55 megohm. The corresponding waveform is
given in Fig. 720. By carefully adjusting the operating point, a
unity mark-space ratio could be obtained.

Temperature dependence of the transistor amplifier can be re-
duced by introducing a resistor R. in series with the emitter. The
inverse feedback thus obtained can be restricted to dc only by de-
coupling R. by means of sufficient capacitance. Omitting this capa-
citor results in improvement of linearity and loss of gain, just as in
the case of the cathode resistor of a vacuum tube. This effect is
demonstrated in Fig. 721 where curve A was obtained with a 25-uf
capacitor shunting an emitter resistor R. of 1,000 ohms. For an in-

put signal of 18 mv rms, the measured gain was 39, but the linear-
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ity is poor. Omitting this capacitor reduced the gain to 7.8, but
considerably improved the linearity (curve B). Further stabiliza-
tion against thermic effects is obtained by supplying the base bias
voltage from a voltage divider. The stabilized circuit of Fig. 722,
experimentally adjusted for optimum operating conditions, yielded
a gain of 43.

Measuring amplifier gain

A straightforward method of measuring amplifier gain consists
in connecting suitable vtvm’s to the input and output terminals of
the amplifier to be tested. Dividing the output V, by input V,
yields a gain G = V,/V,. To avoid the need for two accurately cali-
brated instruments, a single vtvm can be switched from input to
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Fig. 724 (left). Input and output characteristics of an amplifier. The two-shot os-

cillogram allows gain measurement and linearity checks. Crossing of lines indicates

phase shift. Fig. 725 (right). With the addition of a suitable phasing circuit, the
amplifier becomes an oscillator.

output. But the range has to be switched simultaneously, and use
of different ranges introduces an error. This can be overcome using
a calibrated attenuator set to give equal readings for V, and V..
Used this way, the vtvm introduces no possible error, and does not
even need calibration.

This principle can be applied for measuring amplifier gain, with
the scope replacing the vtvm as a device to compare input and out-
put voltages, simultaneously allowing for linearity checking. In the
circuit of Fig. 723, S1 can be thrown to connect the Y-deflection
plate to the top of voltage divider R1-R2 or to the tube output.
Equal deflections will be obtained if the tube gain equals the at-
tenuation introduced by the voltage divider, or:

G (R1+ R2)

R2
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Fig. 726 (left). With this circuit arrangement, a variable in-phase or out-of-phase

signal can be returned from the output to the input. Fig. 727 (right). Waveform

obtained through the use of the circuit in Fig. 726. The amount of feedback was
small.

R1 was a 50,000-ohm 19, tolerance unit and R2 a decade re-
sistance box. Instead of the decade, a variable resistor can be used.
Once set for equal deflections, its actual resistance is then measured
on a Wheatstone bridge.

As direct connections to the deflection plates were made, the
signal amplitude had to be increased to about 100 volts by a stepup
transformer. As low-frequency rolloff may be present at 60 cycles,

Fig. 728 (left). Increasing the amount of positive feedback reinforces the pulses. Fig.
729 (right). 4 large amount of feedback produces typical blocking oscillator
operation.

a medium frequency such as 400 or 1,000 is preferable. S2 permits
displaying the characteristic or the waveform of the output voltage.

With this circuit, the two-shot oscillogram of Fig. 724 was ob-
tained, showing crossed lines of equal height. The line sloping from
the lower left to the upper right is the output characteristic; the
other line represents the total input voltage applied to both de-
flection plates. Crossing of these lines indicates the phase reversal

or 180° phase shift introduced by the tube. Equal deflections were
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obtained for R1 = 50,000 ohms and R2 = 900 ohms, yielding a
gain of G = 50,900/900 = 57 times. This is the mid-frequency
gain.

The same method can be used to investigate the rolloff charac-
teristic of the amplifier operating at different frequencies. Identical
techniques are used for gain measurements of transistor amplifiers.

Oscillation

As shown in Fig. 724, a one-tube amplifier introduces a phase
reversal. A positive pulse injected into the grid will result in a
negative pulse on the plate, and feeding back some energy from
output to input will oppose the original signal and decrease its
amplitude. This is inverse feedback, and its effects are studied in
the next section.

Suppose, however, that the feedback loop contains some phasing
device (to be specified later) introducing a 180° phase shift (Fig.
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Fig. 730 (left). Experimental oscillator circuit providing good waveform and easy
adjustment. Fig. 731 (right). Waveforms obtained with two different settings of feed-
back control R in Fig. 730.

725). The signal fed back from the output to the input is now in
phase with the original signal and will tend to reinforce it. The
signal amplitude will grow steadily and would increase indefinitely
were there nothing to stop its rise. But, actually, there is something
that limits the amplitude of the wave, and that is the nonlinearity
of the working characteristic. The more or less straight character-
istic of an amplifier is limited on both sides by horizontal portions
where no further increase of amplitude can occur. Sweeping this
portion of the curve implies severe distortion, and a-gain control
has to be provided to restrict the operation to the linear part of the
characteristic if a “pure” wave is to be obtained.

This is a simplified theory of the physical phenomenon; let us
now see how it works. To accomplish the necessary phase reversal,
we used the center-tap winding of a transformer (T) connected as
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the plate load of a triode amplifier (Fig. 726). A potentiometer (R)
is connected across the whole winding. At its electrical mid-point
there is no feedback at all. If the slider is set near point A, we have

Fig. 732. Waveform clipping (upper

trace) is present on the grid in the

circuit of Fig. 730, but is absent on

the transformer secondary (lower
trace).

inverse feedback for the output voltage opposes the signal and no
oscillation occurs. On the contrary, if the slider is moved toward
point B, the electrical mid-point being passed, an increasing volt-
age of opposite phase is injected into the grid, reinforcing any varia-

Fig. 733. The shape of the sine

wave (above) is improved by the in-

troduction of negative feedback
(below).

tion of initial conditions, for the total phase shift now is 180 4+ 180
= 360°, or 0°.

The setting of R determines the amount of energy fed back and
thus modifies to a considerable extent the waveform of the resulting

oscillation. First, a small-amplitude sine wave was obtained, but
adjustment was somewhat tricky and lacked stability. Then pulses
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“of much greater amplitude than the sine wave appeared (Fig. 727).
When the feedback was increased; the sine wave tended to disap-
pear (Fig. 728), and then the pulses remained alone (Fig. 729).
This condition identifies a blocking oscillator, usable as a trigger-
ing device.

The difficulty of obtaining a stable sine wave stems from the
exaggerated amount of disposable feedback voltage. Taking into

Fig. 734. Increasing the value of the
grid-return resistor shown in Fig.
730 produced this waveform.

account the tube gain, it is easy to understand that only a small
amount of the total output should be fed back if the tube is not to
be strongly overdriven. To obtain a low, easily controlled feedback
voltage, a stepdown transformer was used (Fig. 730) and its pri-
mary was tuned by capacitor C. (Were there no tuning capacitor,
the winding would be tuned by its distributed capacitance and

Fig. 735. E_/E characteristic of a »
blocking oscillator.

would resonate at a much higher frequency.) Thus, the waveforms
shown in Fig. 731 were obtained for two different settings of the
control. The larger-amplitude wave shows distortion; reducing the
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amount of feedback resulted in the smaller-amplitude, but reason-
ably pure waveform.

Note that the circuit of Fig. 730 contains no cathode bias resistor,

Fig. 736. E /E, characteristic of a
sine-wave oscillator showing the ef-
fect of grid clipping.

and yet the tube operates in a biased condition. As oscillation starts,
the grid is at cathode potential, and its mutual conductance is high-
est, making for easy starting. As the first oscillations appear on the

Fig. 737, Grid clipping is eliminat-

ed by using cathode bigs. Sustained

oscillation having a good waveform
is obtained.

grid, the positive half-waves are detected (or rectified), and the
resultant grid current biases the grid through grid leak R,. As the
mutual conductance of the biased tube is somewhat lower, the tube
gain is decreased, limiting the buildup of oscillations. Thus, the
grid coupling introduces true amplitude regulation, suitable cir-
cuit constants being provided. The actual waveform on the grid
(Fig. 732, top) shows the clipping due to grid current. This effect
was not present at the transformer secondary (Fig. 732, bottom).
Though these waves are distorted, the tuned primary features a
pure sine wave.
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Introducing inverse feedback by an unbypassed cathode resistor
improves the waveform (Fig. 733) where the lower oscillogram cor-
responds to the introduction of a 1,000-ohm cathode resistor.
Higher values result in decreased output.

Grid coupling time constant
Since an oscillator is a sort of amplifier, it is understandable that
the time constant of the grid leak, i.e., the product R,C,, has to be

12AU7

Fig. 788. Cathode-coupled duo-tri-
ode oscillator.

large enough to transmit a sufficient amount of energy to allow for
sustained oscillations. On the other hand, if R;C, is made too large,
the detection of one or several cycles may build up an important

¥ig. 739. Waveforms obtained for
three different settings of the vari-
able feedback resistor R of Fig. 738.

bias voltage which leaks away very slowly. Meanwhile, the tube.is in
a cutoff condition, and oscillations cease until the bias is reduced
to a value sufficiently low to make the tube operative again. This
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starts a new short oscillation cycle. This blocking effect upon oscil-
lation gave its name to the blocking oscillator, a triggering device
used extensively in TV time bases.

To study the effect of the time constant on oscillation, R; was re-
placed by a 5-megohm control resistor. Setting R, at 2 to 5 meg-
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Fig. 740. Simple phase-shift oscillator using re-
sistance—capacitance-coupled sections.

ohms, oscillations of the type displayed in Fig. 734 were obtained—
one cycle of large-amplitude oscillation followed by some other

Fig. 741. Waveforms obtained with
and without the use of the cathode
bypass capacitor in Fig. 740.

cycles of rapidly decreasing amplitude, and then oscillation ceases.
After a while, a new rapid buildup is initiated.

Like an amplifier characteristic, an oscillator characteristic can
be displayed by connecting the Y-deflection to the plate and the
X-deflection to the grid of the tube. For the blocking oscillator
waveform of Fig. 734, the characteristic of Fig. 735 was obtained.
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The bright spot on the lower right is a moving, flattened spiral
corresponding to the fading of oscillations. The photo was deliber-
ately overexposed to show the outer contour corresponding to the
single large-amplitude cycle. The straight portion on the right side
is due to clipping of the positive top grid current.
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Fig. 742. Five fundamental oscilla-

tor circuits, These differ in tuning

techniques and in the position of
the circuit ground.
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Reducing R, to about 0.1 megohm resulted in sustained oscilla-
tions. The flat spiral disappeared, but not the straight portion on
the right side, for grid current continues to flow (Fig. 736). How-
ever, introducing a 1,000-ohm cathode resistor provides enough
bias to avoid detection, at least at low oscillation amplitudes, as
shown by the ellipse of Fig. 737.
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Two-tube oscillators

The in-phase condition necessary for generation of oscillations
can also be realized by using a two-stage amplifier, each stage intro-
ducing a phase reversal. A cathode-coupled amplifier is shown in
Fig. 738. A portion of its output voltage, variable by means of con-
trol R, is applied to the tuned circuit 1-C, in turp connected to the

Fig. 743. Distorted high-frequency

voltage. The individual cycles can-

not be seen. The scope sweep fre-

quency may be too low or sync may
be inadequate.

grid, closing the feedback loop. As L-C introduces no phase shift at
its resonant frequency, oscillation will take place, provided there is
no phase shift in the amplifier circuit at that frequency.

It is commonplace to state that the frequency of an oscillator is—
mainly—determined by the resonant frequency of the tuned circuit.

Fig. 744. Waveform of Fig. 743
when proper synchronization is
used.

While this is true, it is preferable to say that the oscillating fre-
quency is determined by the in-phase condition of the entire loop,
consisting of the frequency selective network as well as the ampli-
fier. This approach helps in understanding the operation of resist-
ance—capacitance oscillators. This type of circuit presents a rather
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broad resonance curve, with a phase angle varying rapidly in the
vicinity of the resonant frequency.

By changing the amount of feedback with control R, the oscillo-
grams of Fig. 739 were obtained. The distorted waveform on the
top of the display corresponds to maximum feedback, the slider be-
ing set on the plate side. Moving the slider towards B-plus, a point

500.a./10K

Fig. 745. Transistor oscil-
lator circuit.

of maximum amplitude was found (middle oscillogram), but pre-
senting some second-harmonic distortion. Moving the slider still
farther decreases the output voltage, but improves the waveform as

Fig. 746. Qscillation waveforms fprro-
duced by the circuit of Fig, 745.

shown by the lower oscillogram. A very pure sine wave can be gene-
rated by this circuit and, as only a simple two-terminal inductor is
needed, nearly all types of coils can be used—a very convenient fea-
ture for experimental purposes and quick hookup. In a practical
circuit, L-C may be placed directly in the plate circuit, and ampli-
tude and waveform can be controlled by a variable resistor (R,) in
the common cathode path.
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R-C phase-shift oscillators
Examining Fig. 725 again, it is clear that oscillations can be pro-
duced with a one-tube amplifier using an R-C network as a phasing

Fig. 747. E /E, characteristic of the
transistor oscillator.

device. Oscillations will occur at that frequency which introduces
an overall phase shift of 360°, or zero, assuming the amplifier gain
to be at least equal to the loss introduced by the phase-shift net-

Fig. 748. When the tuning capaci-

tor C in Fig. 745 is omilted, the

circuit becomes a blocking oscilla-
tor, as shown by this waveform.

work. As R-C networks are always lossy, this condition is less easily
satisfied in this type of oscillator.

A simple phase-shift oscillator is represented in Fig. 740. The
output is fed back to the grid by means of three R-C sections. The
only variable is cathode resistor Ry. Fig. 741 shows the waveforms
obtained with R = 1,600 ohms shunted by a 50-uf capacitor (large
amplitude waveform), and Ry = 800 ohms, the capacitor being
omitted to introduce some inverse feedback (low amplitude wave-

form). The oscillating frequency was 100 cycles. This high-pass
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type of network is best suited for low-frequency generation; for
high-frequency oscillators, the low-pass, R-series, C-parallel net-
work is preferable. Because of the high output impedance, a buffer

Fig. 749. E_/E, cheracteristic of the
blocking oscillator.

amplifier is necessary to secure stability of amplitude and fre-
quency. Output voltage is, however, liable to vary with the fluctua-

Fig. 750. Sine waves oblained by re-
ducing coupling and introducing
emitter resistance.

tions of the power supply, especially if the cathode resistor is de-
coupled by a capacitor, because there is no agc circuit.

High-frequency oscillators

Until now, we have investigated only low-frequency oscillators
because of the simplicity of display. Of course, up to the vhf re-
gion the same principles apply, but because of the low time con-
stants required, R-C oscillators are not practical for frequencies
higher than, say, 200 kc. On the other hand, variable capacitors
used in L-C circuits for high-frequency tuning are common.
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The five fundamental types of high-frequency oscillators (usable
also at low frequencies) are represented in Fig. 742 in a way to
emphasize their basic resemblance. The principal difference is in
tuning the entire coil or only a part thereof, and in the choice of

Fig. 751 (left). E /E, characteristic corresponding to the upper trace of Fig. 750.
Fig. 752 (right). E_/E, characteristic corresponding to the lower trace of Fig. 750.

the grounding point. If a fractional coil is used, the plate circuit
(A) may be tuned or the grid circuit (B). In the electron-coupled
oscillator (C), the plate is grounded for ac, the grid and the cathode
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Fig. 7563. Transistor oscillator us-
ing a two-terminal inductor.

being “hot.” The Hartley oscillator (D) bears a strong resemblance
to the eco (C), the only difference being the choice of the ground-
ing point. The Colpitts oscillator (E) is derived from the Hartley
(D), a two-gang variable capacitor being used instead of the center-
tapped coil to get a grounding point.

The problem of generating a “pure” wave is somewhat less acute
in high-frequency work. If you consider an af wave of, say, 1,000
cycles, its harmonics up to the 5th (or 10th or even 15th) are still in
the audio band, and thus are liable to falsify the initial audio sig-
nal. In high-frequency work, because of the small bandwidth of

145



the operating frequency, harmonics are too far away to be included
in the bandpass; they may however create interference in other
channels, or “birdies” in superheterodyne circuits. Thus, the pos-
sible effects of harmonics should be investigated in each case to de-
cide whether they can be tolerated. Signal generators, for instance,

Fig. 734. Waveform (upper trace)
obtained when emitter resistor R,
in Fig. 753 is set to 0 ohms. The
lower waveform is obtained when
the resistor is set to 2,500 ohms.

often use harmonics to provide signals in the upper bands, to avoid
complication of their vhf circuitry.

It is sometimes difficult to view the individual cycles of a high-

Fig. 755. E /E_ characteristics cor-
responding to the two traces shown
in Fig. 754,

frequency wave on a scope because of insufficient sweep speed or
inadequate operation of the sync circuit at high frequencies. A
pattern such as Fig. 743 may be obtained, and indicates distortion.
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The more brilliant horizontal stripes are caused by more or less
horizontal portions of the wave, making the spot stay much longer
in these regions. A waveform of the same voltage, properly synchro-
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Fig. 756. Transistor phase-shift os-
cillator.

nized, is shown in Fig. 744. This actually is the output of a 100-kc
crystal frequency standard, and harmonics are desirable here.

Transistor tickler oscillators

Although there are some similarities between transistor and
vacuum-tube circuits, there are some important differences in their
physical behavior. For instance, the input impedance of a common-
emitter transistor may jump from about 600 ohms to 0.5 megohm if

Fig. 757. Waveform produced by
the transistor phase-shift oscillator.

the base is driven through cutoff. And if the oscillation produced
is strong enough to realize this condition, the different damping of
positive and negative half-cycles will result in a waveform unilater-
ally clipped. A suitable means of limiting the amplitude of oscilla-
tion is needed to insure sinusoidal operation.

On the other hand, the internal phase shift of a transistor is not
exactly zero for common-base or common-collector configurations
or 180° for the common-emitter circuit, but depends upon current
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gain and operating frequency. Such a variable phase shift may
change the oscillating frequency and jeopardize stability.

The transistor oscillator circuit of Fig. 745 is very similar to the
familiar tickler oscillator (A in Fig. 742). The waveform of the

Fig. 758. E_/E, characteristic of the
transistor phase-shift oscillator.

oscillations produced is shown in Fig. 746, where the clipping of
the negative peaks due to cutoff driving of the base is clearly visible.
Connecting the base to the X-deflection amplifier, the characteristic
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Fig. 759. Multivibrator is a closed-loop
two-stage amplifier.

of Fig. 747 is obtained, demonstrating this effect during a part of
the cycle. Omitting tuning capacitor C of Fig. 745 resulted in typi-
cal blocking-oscillator operation (Figs. 748 and 749). The time con-
stant of the base coupling (R, was increased to 0.3 megohm) was
too long in relation to the oscillating frequency of the distributed-
capacitance tuned inductor, and excessive feedback caused too
strong oscillations.

Trying now to generate sine waves, the coupling was reduced by
connecting the base to the center tap of its winding and by intro-
ducing a series resistor R, into the emitter circuit. The resultant
waveforms are shown in Fig. 750 for R. = 5,100 ohms (top) and
8,200 ohms (bottom). While the former displayed some distortion,
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the latter is a reasonably pure sine wave. The corresponding E./E,
characteristics are shown in Figs. 751 and 752, evidencing the pres-
ence and absence, respectively, of the flattened portion. Better than

Fig. 760. Multivibrator waveforms.
Double trace was obtained by using an
electronic switch.

Fig. 750, Fig. 752 indicates absence of distortion. Oscillations ceased
when R, was greater than 10,000 ohms.

Transistor oscillator using a two-terminal inductor
Oscillators using simple two-terminal inductors are attractive;
the circuit of Fig. 753 is an example of what can be done. This is a
common-base configuration, introducing no phase shift, so that the
feedback voltage can be derived from the tuned circuit, the capa-
citive voltage divider C1-C2 determining the amount of feedback.

Fig. 761. Upper trace shows waveform
at PI (in Fig, 759). Lower trace shows
waveform at Gl.

Amplitude and waveform are controlled by the variable resistor
R., adjusting the current fed back to the emitter.
The waveforms of Fig. 754 were obtained with R, = 0 (top) and
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2,500 ohms (bottom), showing the effect of R, upon the waveform.
The corresponding E./E. characteristics are represented in Fig.
755.

With a high-impedance inductor and the components indicated,
the oscillating frequency was 800 cycles. Battery current was 0.55
ma. Though a single winding is shown in Fig. 753, a stepdown
transformer can be used for low-impedance output. The output

Fig. 762. P1/P2 characteristic of the
multivibrator.

between collector and ground was 2.2 volts rms for R, = 0, and 1.7
volts for sine-wave output.

Transistor R-C phase-shift oscillator
The R-C phase-shift oscillator of Fig. 740 has its transistor coun-
terpart, Fig. 756. Application of this principle is, however, more

Fig, 763. P1/G1 characteristic of the
multivibrator.

difficult with transistors, for the high collector impedance and the
low base impedance require some matching of the phasing net-
work. Moreover, the voltage gain has to be superior to the losses of
the circuit, and low-gain transistors will not work.
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This circuit yielded the waveform of Fig. 757 and the E./Es
characteristic is shown in Fig. 758. The oscillating frequency was
500 cycles, with a battery current of 0.45 ma. As the series capaci-
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Fig. 764. Cathode-coupled
multivibrator.

tors of the network were increased to .05 pf, no oscillation occurred
until the battery emf was raised to 15 volts, increasing amplifier
gain. Qutput was 1 volt rms.

Fig. 765. Waveforms at Pl (above)
and P2 (below) of the cathode-cou-
© pled multivibrator.

Relaxation oscillators

While the oscillators examined until now rely upon a frequency-
selective device, such as a tuned circuit or a phasing network to
generate sine waves, relaxation oscillators are based upon the
charging and discharging of a capacitor through a suitable resist-
ance. The generated wave is not sinusoidal, but approximates
square or triangular waves, or pulses. Its repetition frequency de-
pends partly upon the time constants of the couplings, but may vary
widely according to the initiating and triggering conditions of the
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charge or discharge. The inherent stability of these oscillators is
poor, but this apparent inconvenience turns into a distinct advan-
tage because it makes for easy synchronization.

Speaking of time bases, we just examined some types of relaxa-

Fig. 766. Waveforms at Pl (above)
and G2 (below) of the cathode-cou-
pled multivibrator.

tion oscillators, and the blocking oscillator operation mentioned in
this same section is also based on a relaxation phenomenon. So the
present investigation will deal only with multivibrators.

The multivibrator
This important circuit is nothing more than a conventional R-C-
coupled two-stage amplifier whose output is fed back to its input.

Fig. 767. Waveforms at Pl (above)
and K (below) of the multivibrator
circuit of Fig. 764.

As the total phase shift is 2 X 180 = 360° or 0°, oscillation is to be
expected, and the combined gain of two tubes makes the oscillation
very strong. There are, however, no resonant components, and the
operating frequency is mainly determined by the time constants
of the couplings. For the circuit of Fig. 759, the operating frequen-
cy is approximately equal to f = 1/(R;1 X C2 + Ry, ¢ Cl).
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An electronic switch is used to study the operation of the multi-
vibrator. Connecting its inputs to P1 and P2 resulted in Fig. 760,
representing two approximate square waves of opposite phase.

Z2N43(2)

Fig. 768. Transistor multivibrator.

This means that one plate carries current while the other is at or
near cutoff. The voltage at Pl is again shown in Fig. 761 (top), to
be compared with the grid voltage (G1) of the same tube section
(bottom). There is a flat portion where the grid is at about 0 volt,
corresponding to a relatively heavy plate current and low plate
voltage for the same tube section. Then the relaxation phenome-
non takes place; the potential of P2 decreases, driving G1 deeply

Fig. 769. Waveforms at CI (above) and
C2 (below) of the transistor multivibra-
tor in Fig. 768.

into the negative voltage region by means of C2. Pl immediately
rises to B-plus potential. The negative charge built up on C2 leaks
away through R, (rising portion of the lower trace) and, for a
given bias, G1 again controls the plate current, initiating a new
reversal. As indicated by the very steep rises and falls, the transi-
tion is extremely rapid.

Just as for sine-wave oscillators, the E,/E, characteristic of the
oscillating tube can be traced. Of course, no simple straight line or
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ellipse is to be expected. Fig. 762 shows the P1/P2 characteristic,
and Fig. 763 the P1/G1 characteristic of the multivibrator. These

Fig. 770. Waveforms at C1 (above) and
B1 (below). Refer to Fig. 768.

curves are locped but, because of the very rapid transitions, por-
tions of it are invisible on the oscillograms.

Cathode-coupled multivibrator

Replacing one of the plate-grid couplings by cathode coupling
results in the cathode-coupled multivibrator of Fig. 764. This cir-
cuit is very convenient because the only frequency determining

Fig. 771. Waveforms at C1 (above) and
El (below). See the transistor multivi-
brator in Fig. 768.

components are Cl and R,s. Therefore, it is used extensively in
time-base generators. Grid G1, left free, can be used for sync pur-
poses without disturbing normal operation. _

Using the voltage on P1 as a reference (upper traces), Figs. 765,
766 and 767 show the waveforms on P2, G2 and K, respectively
(lower traces). Operation can be explained as formerly. Note that
a fair square wave is obtained at P1.

154



Transistor multivibrator
The transistor counterpart of the multivibrator of Fig. 759 is
shown in Fig. 768. This is a back-coupled, two-stage, common-

Fig. 772. Multivibrator frequency divi-
sion. Sync pulses are shown above and
collector voltage below.

emitter transistor amplifier. The emitter resistors are conveniently
used for sync purposes.

Using the waveform on collector Cl1 as a reference (upper trace),
Figs. 769, 770 and 771 display the voltages on C2, Bl and El, re-
spectively. Just as with vacuum-tube multivibrators, this circuit

Fig. 773. One-shot multivibrator or
flip-flop circuit (also known as a uni-
vibrator).

yields approximate square waves of opposite phase at the collectors
of the transistors. To obtain perfect square waves, further squaring
is necessary.

Multivibrator frequency dividers

The poor frequency stability of relaxation oscillators implies
ease of frequency control by a suitable sync voltage, an important
feature for frequency division circuits. Stable dividing ratios up to
10 to 1 and more are possible, provided an adequate sync signal is
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injected at a suitable point. For accurate triggering of the multi-
vibrator, pulses are preferable.

Frequency division by the multivibrator of Fig. 768 is illustrated
by Fig. 772, which shows the collector voltage (below) and the sync
pulses (above). As there are 10 pulses for 1 operating cycle, the
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Fig. 774. Multivibrator-derived scale-of-two
circuit.

dividing ratio is 10 to 1. The pulse-repetition frequency was 1,650
cycles, and the resulting operating frequency of the multivibrator
thus is 165 cycles. This is about twice its “natural” frequency. For
best stability, the “forced” frequency has to be slightly higher than

Fig. 775. Linearly superimposed volt-
ages, no modulation.

the “natural” frequency to allow for easy triggering. The same con-
dition applies to time-base sync, a very similar case.

Flip-flop and scale-of-two circuits
The multivibrator is a device featuring two unstable states; that
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is why it oscillates all the time. Minor modifications lead to very
important non-oscillating circuits.

The cathode-coupled multivibrator of Fig. 773 is derived from
Fig. 764 by returning grid resistor R, to B-plus instead of ground.
The higher plate current flowing through cathode resistor Ry, cuts

Tig. 776. Waveform showing carrier
modulated by a signal voltage.

off V1, and no oscillation takes place. A stable state is thus obtained.
If a signal of positive polarity reaches Gl, the plate current of V1
is restored, and the circuit “flips over.” After a time, depending
mainly upon the time constant of C X R, the circuit “flops back”

A o= 100 La=b) B
a+b

Fig. 777. Determination of depth of modulation,
using modulated waveform (4) and modulation
characteristic (B).

to the stable condition, hence the name of flip-flop or univibrator.
Flip-flops are used extensively as delay triggering devices.

While univibrators feature one dc coupling, the other multivi-
brator-derived scale-of-two circuit of Fig. 774 has two dc¢ couplings,
making for two stable states. If suitable signals are injected into the
grids, V1 and V2 become alternately conducting. As it takes two
pulses to return to the initial state, this circuit is a 2-to-1 frequency
divider. Digital calculators use large quantities of such counters.
Another use of this circuit in an electronic switch has been de:
scribed previously.
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The mechanism of amplitude modulation
Modulation consists in varying the amplitude, phase or frequen-
cy of a carrier wave (frequency, f) in accordance with a modulat-
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Fig. 778. Germanium diode modu-
lator.

ing signal (frequency, f,). By impressing a low-frequency on a high-
frequency wave, it can be transmitted by a radio link. At the re-
ceiving end of the link, the wanted information is extracted from
the carrier by a process called demodulation or detection.

The wave represented in Fig. 775 is not modulated; this is merely
a superimposition of two voltages of different frequency. An un-

Fig. 779. Modulated waveform ob-
tained by using the germanium diode
of Fig. 778.

modulated carrier is obtained by filtering the low-frequency com-
ponent by a high-pass filter.

The wave represented in Fig. 776 is modulated for there is some
amplitude variation during the modulating cycle. The visibly su-
perimposed f, component can be filtered by a circuit tuned to £,
leaving a modulated carrier.

To accomplish modulation, two voltages are mixed in a non-
linear circuit. As diodes, vacuum tubes and transistors never have
strictly linear characteristics, it is difficult to avoid modulation (or
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detection) completely. However, good high-level modulation is not
obtained easily.

Modulation percentage

The more strongly the signal is impressed upon the carrier, the
higher will be the detected signal voltage for a given carrier
strength. Modulation depth depends upon the maximum and mini-
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Fig. 780. Bridge modulator circuil.

mum instantaneous amplitudes of the modulated carrier and is
given by M = 100 (a — b)/ (a + b), the magnitudes a and b being
those of Fig. 777-a. The highest possible correct modulation is

Fig. 781. Modulation pattern pro-
duced by bridge modulator. The
percentage of modulation is 90%,.

achieved with b = 0, making M = 100%,. Practically, the highest
modulation depth accomplished with a low distortion level is some-
what lower. Overmodulation (M exceeding 100%,) always intro-
duces severe distortion and should be avoided.

If the horizontal deflection of the scope is accomplished by f, in-
stead of the time-base voltage, a trapezoid (Fig. 777-b) results.
This second aspect of the same phenomenon that might conven-
iently be termed “modulation characteristic,” gives a better insight
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into modulation performance, for the display is independent of the
modulating waveform. If the signal is distorted, the waveform dis-
play will yield no information on modulator performance. If, how-
ever, the display of the modulated wave is good, it can be stated that
both signal and modulator are satisfactory.

Simple diode modulator
A very simple modulator using a germanium diode and a few
resistors and capacitors is represented in Fig. 778. The modulated
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Fig. 782. Ring modulator circuit.

waveform (Fig. 779) shows the similarity between modulation
and detection, because the negative half-cycles are clipped. This,
nevertheless, is true modulation because the amplitude of the
carrier varies with the signal. Passing this wave through a subse-
quent L-C circuit tuned to f. will restore the missing half-cycles.

To explain the operation of this circuit, remember that the for-
ward resistance of a diode (for smallsignal condition) depends
upon the current passed. As diode V1 and resistor R form a voltage
divider, the output will vary with the series resistance offered by
V1. According to the sum of the instantaneous amplitudes of f. and
f., the diode characteristic is swept and its slope is varied. Of course,
nothing happens if this sum is negative.

Bridge and ring modulators
These are evolved modulators for carrier-current applications

Fig. 783 (left) . Signal-controlled half-cycle modulation obtained with the ring mo‘du-
lator cireuit of Fig. 782. Fig. 784 (right). Modulation characteristic {trapezoidal
waveform) produced by the ring modulator.
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using four ring-connected semiconductor diodes. A bridge modula-
tor is shown in Fig. 780. Modulation is accomplished by varying the
resistances of the diodes in accordance with f,, thus upsetting the
balance of the bridge. The waveform for a modulation depth of
M = 909, (Fig. 781) is quite good.

In the ring modulator circuit (Fig. 782), the diodes act as signal-
controlled switches transmitting carrier half-cycles of amplitude
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Fig. 783, Pentode modulator
with signal and carrier voltages
injected into the control grid.

and polarity corresponding to the signal, as shown in Fig. 783. This
feature is useful in carrier-current bridges. After amplification,

‘ Fig, 786, Modulation pattern using the
pentode modulator of Fig. 785.

such a voltage is demodulated in a phase detector by means of a
reference voltage (f.) and yields a dc output whose polarity indi-
cates the direction of unbalance of the bridge, just as in a dc Wheat-
stone bridge. The corresponding modulation trapezoid is shown
in Fig. 784.
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Bridge modulators transmit in either direction and can be used
equally well as demodulators.

Grid modulators

Modulation can be accomplished by injecting voltages (f. and f;)
into the same grid of an amplifier tube operating in the curved por-
tion of its I,/E, characteristic. The circuit of Fig. 785 was used, and

Fig. 787 (left) . Modulation trapezoid exnibiting phase shift. Fig. 788 (right). Cor-
rectly phased trapezoid. The percentage of modulation is 729,.

both the screen voltage and cathode resistor were adjusted for op-
timum performance. Plate circuit L-C, tuned to ., filters the super-
imposed f, component, resulting in the waveform of Fig. 786.

Fig. 789. Overmodulated carrier. This
is an indication that the modulating
voltage is excessive.

Switching the X-deflection plates from the time base to the signal,
the trapezoid of Fig. 787 was obtained, indicating a phase shift.
As in other cases of tracing characteristics presenting some phase
shift, a variable phasing network was introduced, leading to the
correctly phased trapezoid of Fig. 788.

To evaluate the modulation depth of this wave, lengths a and b
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are measured on one of these oscillograms. We find a = 18/16”
and b = 3/16”. Using our formula:
M =100(a — b)/(a+ b)
we find that the modulation equals 72%,.
Increasing the modulating voltage results in overmodulation, as

Fig. 790. Overmodulation as shown
on the modulation characteristic
(trapezoidal waveform).

displayed by Figs. 789 and 790. While the carrier amplitude can
still be increased, there is no way to decrease below zero and, for a
good portion of the cycle, no carrier is present.

Instead of using the same grid, f. and f, can be injected into two
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Fig. 791. Modulated high-frequency oscil-
lator using a pentagrid tube.

different grids of the same tube. In the 6AUS6 pentode, for instance,
the suppressor grid can be used for modulating purposes. However,
as the mutual conductance of the suppressor is low, a large modu-

lating voltage is required, and this implies sufficient bias to avoid
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Fig. 792 (left) . Nonlinear modulation characteristic (trapezoidal waveform) due to

incorrect adjustment of tube voltages. Fig. 793 (right) . The modulation waveform

{corresponding to the trapezoid shown at the left) illustrates the flattening of the
positive and negative modulation peaks.

Fig. 764 (left) . Correct modulation trapezoid results when the circuit of Fig. 791 is
adjusted for a percentage of modulation (M) of 52%,. Fig. 795 (right). Modulated
waveform which corresponds to the modulation characteristic shown at the left.

Fig. 796 (left) . Overmodulation results if the bias and screen voltages in the circuit

of Fig. 791 are incorrect. Compare this with the waveform shown in Fig. 792 at the

top of the page. Fig. 797 (right) . Waveform corresponding to the trapezoid shown
at the left.
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suppressor grid current. Mixer tubes such as the 6BE6 featuring
two control grids are preferable.
Grid-modulated oscillator

As a converter tube used as a two control grid modulator will
only provide information of the same type as just described, we will
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Fig. 798. Cathode-coupled modulator devised by
by the author.

use it as a modulated high-frequency oscillator (Fig. 791) such as is
found in signal generators. The oscillator is electron-coupled, a
cathode tap being provided at one third to one tenth of the total

Fig. 799. Modulation characteristic

(trapezoid) obtained with the circuit

of Fig. 798. The percentage of modu-
lation is 78%,.

number of turns from ground, depending on frequency. A radio-
frequency.choke, rfc, in the plate circuit filters the f, component.
The signal is injected into grid G3 (pin 7).

As the bias of grid G1 (pin 1) increases with oscillation, the mod-
ulation depth varies too and, if a stable oscillation amplitude all
over the band is not achieved, modulation depth will not be con-
stant either. The screen voltage must be adjusted carefully, and the
signal too. A very nonlinear modulation characteristic is shown in
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Figs. 792 and 793 where flattening due to saturation is evident for
positive as well as negative modulation peaks. Correct modulation
12AT7

0y

RFC

Fig. 7100. Technique for obtaining plate modulation. The audio
cnoke is common to the plate circuits of both tubes.

could, however, be achieved by careful adjustment for a modula-
tion depth not greater than 529, (Figs. 794 and 795). Using the
6BE6 as an overdriven modulator, the displays of Figs. 796 and 797
were obtained, showing generation of new (and thus unwanted)
modulation components in the region of the negative modulation
peaks. Improper screen and bias voltages are responsible for such
distortion.

Simple cathode-coupled modulator
Some years ago, the author devised the very simple and foolproof
modulator of Fig. 798, using a twin-triode whose cathode-follower-

Fig. 7101. Modulation characteristic
(traperoid) produced by using the
plate modulation circuit in Fig.7100.

connected sections are cathode-coupled. This circuit has the desic-
able feature of high-impedance input and low-impedance output,
and there is nothing to be adjusted except for the common cathode
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resistor. The trapezoid obtained for a modulation depth of 789
(Fig. 799) is still usable for most service signal generators and in-
sures a fine characteristic at lower levels. The choke, rfc, 1s neces-
sary to filter the superimposed low-frequency component.

Plate modulator

Plate modulation frequently used in transmitters is accomplished
by using an audio-frequency choke (afc) in the circuit supplying
power to rf and af amplifier tubes (Fig. 7100). The instantaneous
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Tig. 7102. Half-wave copper-oxide
rectifier circuit.

af plate voltage of modulator V2 adds to the plate supply voltage of
rf tube VI, and modulation takes place in its plate circuit. As the
plate current of V2 cannot be reduced to zero without introducing

Tig. 7103. The upper trace (with the in-

put filter capacitor emitted) shows the out-

put of the half-wave rectifier of Fig., 7102.

The lower waveform is a 60-cycle refer-
ence voltage.

audio distortion, V2 has to be operated at a higher plate current
than V1. In our circuit, this was obtained by using widely different
cathode resistors. The trapezoid for a modulation depth of 819,
(Fig. 7101) is slightly nonlinear, but modulation is quite good at
lower levels. Remember that in actual transmitters, V1 is class-G
operated, and, instead of V2, a class-B-operated push-pull stage 1s
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often used to prevent saturation of the transformer core by the dc
plate current component.

Demodulation

Demodulation or detection is the process of extracting the de-
sired information or signal from a modulated carrier by a device
termed a demodulator, detector or discriminator. It is generally
followed by a suitable network for filtering the residual carrier
voltage, which is of no further use.

Logically, demodulator circuits should be studied here; however,

Fig. 7104. Upper trace shows the effect

of connecting a capacitor across the

load resistor in Fig. 7102. The lower
waveform is the 60-cycle reference.

as they form part of the if amplifier stages of radio and TV sets,
they will be more conveniently investigated in the next chapter.
Half-wave rectifiers

Power rectifiers are a special class of detectors used for ac-dc
conversion in power supplies. There are many types of rectifying

Fig. 7105. ds the amount of filter ca-
pacitance in the circuit of Fig. 7102 is
increased, the hum voltage decreases.

devices, their only common characteristic being to pass a high for-
ward and a negligible back current.
To study the behavior of a simple half-wave copper-oxide recti-
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fier, the circuit of Fig. 7102 was used. As the back resistance of such
a rectifier is not infinite, a load resistor R1 had to be provided. Its
resistance needed to be small in relation to the back resistance of
the rectifier and large in reference to its forward resistance, for effi-
cient operation. Using an electronic switch with inputs connected
to points A and D, Fig. 7103 was obtained. The wave displayed
above the 60-cycle reference shows how the rectifier passes current
only during the positive half-cycles of the ac input voltage. Note

Tig. 7106. The charging current flows

only during a small part of each cycle.

The lower waveform is the reference
voltage.

that there is a small downward-directed peak in the baseline, indi-
cating some reverse current near the negative voltage peak. This
effect is minimized by using a lower load resistance and will not be
found at all with vacaum-tube rectifiers.

N7V AC %'

RECT BRIDGE

||}—1

Fig. 7107, Semiconductor bridge rectifier pro-
duces full-wave rectification.

The indicated waveform actually is dc, for the current does not
change its direction, but the voltage is pulsating and not steady.
Connecting capacitor C across the load more or less smooths the
variations of instantaneous amplitude, for C charges when the ap-
plied voltage is higher than its own and discharges-into R1 when it
is lower. This results in the sawtooth wave of Fig. 7104 displayed
above the 60-cycle reference. (The unsmoothed and smoothed
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waves are not in scale, of coursel) The capacitor charges during a
small fraction of the cycle and discharges more slowly.

High capacitance improves the smoothing effect as shown in Fig.
7105; two successive photos were made with C equal to 8 pf and 24

Fig. 7108, Full-wave rectifier output

obtained with the circuit of Fig. 7107.

The filter capacitor was omitted. The

lower waveform is the 60-cycle refer-
ence voltage.

uf respectively. As the same scope gain was used, the lower “hum”
voltage due to higher capacitance is evident. However, note the
charging portion of the smaller wave is somewhat shorter and slopes
more. As the energy dissipated in the load is about the same (not
exactly, because the voltage depends upon C), a higher current has
to be passed by the rectifier during a shorter time. This may put a
tremendous load on the rectifier, and that is why the manufactur-

Fig. 7109, When a capacitor (C) is con-

nected across the load resistor (R) of

the circuit of Fig. 7107, the waveform

becomes a sawtooth (upper trace). The

lower waveform is the 60-cycle refer-
ence voltage.

ers’ rating sheets always specify the maximum capacitance of C for
a given set of conditions. The very short charging cycle of C is
clearly seen in Fig. 7106, one of the inputs of the electronic switch
being connected to point B to display the voltage across series re-
sistor R2 (20 ohms).
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Full-wave rectifiers

Two or more rectifier elements may be associated to rectify both
half-waves. The selenium bridge rectifier of Fig. 7107 uses four
elements. Disconnecting capacitor C, Fig. 7108 was obtained, show-
ing successive positive half-cycles above the 60-cycle reference. This
oscillogram clearly explains the term rectification, for the device
acts in a way to set the negative half-cycles upright, just as if they
were folded over. Connecting C across R resulted in the sawtooth
wave of Fig. 7109. As the capacitor charges twice as frequently
with full-wave rectification, the hum voltage on C is much smaller.
Furthermore, the repetition frequency of the sawtooth wave (or
the pitch of the hum) is now 120 cycles, instead of 60, and the filter
is twice as efficient.

Similar results are obtained with a conventional full-wave vac-
uum-tube rectifier (Fig. 7110). Correct operation is shown in Fig.

&

Fig. 7110. Vacuum-tube full-wave rec-
tifier.

+

8.2K

7111, while the unequal amplitudes of the consecutive half-cycles
(Fig. 7112) denote a lack of balance between tube sections or an off-
center transformer center tap.

Fig. 7111, Upper waveform shows the

output of the full-wave rectifier circuit

of Fig. 7110. No filter capacitor was
used (60-cycle reference below).
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Grid-controlled rectifiers :

Grid controlled gas tubes make very efficient rectifiers, and the
ease of electronic lossless voltage control makes them suitable for
applications such as power supplies for dc variable-speed or load
drives. Of course, high-powered industrial applications require ig-

Fig. 7112. Upper waveform shows full-

wave rectifier output (no filter capacitor)

indicating an unbalanced tube or trans-
former (60-cycle reference below).

nitrons; but for currents up to 200 ma, gas tetrodes such as the
2D21 or 2050 are almost ideal.
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‘Fig. 7118. Grid-controlled rectifier using gas tubes. The phas-

ing network controls the rectified output voltage by varying
the firing point of the tubes.

A typical grid-controlled power supply is shown in Fig. 7113.
Tubes V1 and V2 have no (steady) bias. Instead, a suitably phased
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Figs. 7114 to 7117 incl. Working cycle of the gas tubes of Fig. 7113 for different

settings of phasing control R (no input filter capacitor). A 60-cycle reference voltage

is displayed simultaneously. The doutle waveforms were obtained by using an elec-

tronic switch. Fig. 7114 (upper left). 220-volt output. Fig. 7115 (upper right). 760-

volt output, Fig. 7116 (lower left). 100-volt output. Fig. 7117 (lower right). 22-volt
output.

ac voltage of the supply frequency is fed to both grids by transform-
er T2. Phasing circuit C-R allows for shifting the firing point of the

Fig. 7118. Waveform showing the oper-

ation of a- half-wave grid-controlled

rectifier. The timing reference is 60
cycles.

gas tubes between the starting and the end of each half-cycle. The
tube, once fired, automatically extinguishes as its plate voltage

nears zero, and nothing happens during the negative half-cycle,
when the other tube becomes operative.
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The following oscillograms (Figs. 7114 through 7117) were taken
with an electronic switch to display simultaneously the 60-cycle
reference wave. The load resistor was 4,000 ohms, no filter capaci-
tor being used. The firing-point variation during the half-cycle is
well determined. The output voltages were 220, 160, 100 and 22,
respectively, a fairly extended operating range. It may seem sur-
prising that such a large voltage variation corresponds to an ap-
proximately constant amplitude of the wave displayed; but remem-
ber that the rectified energy is proportional to the area between
the curve and the baseline and, if firing occurs toward the end of
the half-cycle, this energy will be quite low.

A slight unbalance between the firing points of the tubes is
noted, especially in Figs. 7114 and 7117 where the slopes of the
control voltage are greatest. This is probably due to a slight spread
of the working characteristics, but transformer dissymmetry can
be suspected too.

If a single gas tube is used as a half-wave grid-controlled rectifier,
a waveform such as Fig. 7118 is obtained. The rectifier passes cur-
rent only during part of the positive half-cycles. (The 60-cycle ref-
erence voltage shown is out of phase.)

A word of caution regarding the filter input capacitor. During
the charging cycle, Cl in Fig. 7113 presents a negligible impedance
and, as the internal resistance of a gas tube is very low, the tube may
quickly become inoperative. To avoid this, a resistor R1 is series-
connected with C1 to limit the surge current to its rated value. As
the rated short-time peak current of these tubes is 1 ampere, R will
be about 400 ohms 25 watts, depending upon the transformer
voltage.
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chapter

checking receiver circuits

NGINEERS and service technicians are generally concerned with

complete assemblies such as those found in radio receivers,
rather than with isolated circuits. As electronic gear of all kind is
composed of basic circuits, the foregoing chapters dealing with
fundamentals are necessary to understand the operation of the
whole assembly. Special techniques are, however, used to check
complete circuits.

Investigating audio amplifiers

An audio amplifier is expected to deliver the required output
(power) with the best possible fidelity. This means that all types
of distortion must be minimized. In the preceding chapter, we
studied the effects of distortion due to overload and incorrect
choice of the operating point. We will now be concerned with fre-
quency, phase, intermodulation and transient distortions, over-
loading being deliberately avoided.

The following tests apply to a typical audio amplifier represented
in Fig. 801. It is customary to replace the speaker voice coil with an
equivalent resistor (4 to 10 ohms). Besides the fact that this pro-
vides a quiet working condition, oscillograms are easier to explain,
for the operating moving coil reflects rather surprising effects of
motional (acoustic) impedance. On the other hand, tests made on
an output resistor allow for evaluation of the amplifier, but not of
the whole audio system. Strictly speaking, such a test would require
a “sound dead” room, a standard mike, laboratory amplifiers and
analyzers.
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Our experimental amplifier features an overall inverse feedback
loop (from output resistor to cathode of tube V1). To evaluate the
effect of feedback on overall performance, this feedback can be
eliminated by opening switch S.

Square-wave testing

Square waves are extensively used for testing audio amplifiers.
They are composed of a number of components bearing a definite
mutual amplitude and phase relationship, so that any frequency or
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Fig. 80l. Representative audio amplifier. Negative feedback is applied
when the switch (8) is closed.

phase distortion results in departure from the original square wave-
form. As actual music or speech consists of a number of simultane-
ous components of different amplitude, frequency and phase, such
tests are more realistic than sine-wave tests. However, if a correctly
reproduced square wave means a perfect amplifier, even actual re-
production can be more or less far from linear. The reasons for de-
parture must be analyzed to find out how to improve the overall
performance.

In the following, the upper oscillogram is for operating the am-
plifier with inverse feedback (switch S closed), while there is no
feedback for the lower one (S open). Input was set to yield approxi-
mately the same output; the feedback being degenerative, input
obviously had to be increased on closing S.

A 50-cycle square wave resulted in Fig. 802, which shows poor
low-frequency response. The downward tilt following the (cor-
rectly reproduced) leading edge is indicative of attenuation and
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Fig 802 (upper left). Audio-frequency amplifier test waveforms are shown in all of the

photos on this page. Upper traces are with inverse feedback operative; lower traces

with no inverse feedback. Fig. 802 is the response to a 50-cycle square wave. Fig. 803

(upper right). 100-cycle square wave. Fig. 804 (lower left). 100-cycle square wave when

the input capacitor is increased from 01 to 0.1 uf. Fig. 805 (lower right). 1,000-cycle
square wave.

Fig. 806 (left). 10,000-cycle square wave. Fig. 807 (right). 20,000-cycle square wave.
(These are the illusirations at the bottom of the page.)




phase shift of low-frequency components. A distinct improvement
1s obtained by inverse feedback, for some low-frequency compo-
nents, while attenuated, are still present. They disappeared entirely
when eliminating the feedback loop. A very slight improvement is
noted at 100 cycles (Fig. 803).

Poor low-frequency performance is due to two major factors: in-
sufficient capacitances of coupling and bypass capacitors, and in-
adequate output transformer primary inductance. To yield a good
low-frequency response, a transformer has to use a core of large

Fig. 808 (left). Rounded tops indicate low-frequency boost. The test frequency was

180-cycles. Fig. 809 (right). Ouvershoot (upper trace) caused by shunting the trans-

former primary with a capacitor; ringing (lower trace) produced by shorting the
feedback resistor.

cross-section composed of high-grade laminations and a lot of wire.
This adds up to an expensive unit. The transformer used was of a
cheap radio type.

Increasing the values of the different capacitors in Fig. 801 did
not result in significant improvements, except for input capacitor
C1, because this component is not in the feedback loop. This is seen
in Fig. 804 where C1 was made 0.1 uf (upper waveform) instead of
.01 uf {lower wavetorm). The frequency was 100 cycles. At 1,000
cycles, the square-wave reproduction is rather good with inverse
feedback (Fig. 805), while poor low-frequency response is still visi-
ble as the feedback loop is opened. At 10,000 cycles, the upper oscil-
logram (Fig. 806) is good, while the sloped rising and falling por-
tions of the lower one indicate a loss of high-frequency components.
At 20,000 cycles, the square-wave reproduction of the degenerated
amplifier is still good (Fig. 807), though some overshoot and low-
ered rise and fall times can be discerned. Without negative feed-
back, the same circuit yielded the triangular wave shown in the
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Fig. 810 (left). Severe ringing (damped oscillations) caused by en excessive amount of

negative feedback. The test frequency was a 200-cycle square wave. Fig. 811 (right).

Distortion resulting from overload caused by too strong an input signal (no feedback
used). Upper trace 1,000-cycles; lower trace 100-cycles.

lower waveform, indicating attenuation and phase shift of high-
frequency components.

As inverse feedback inevitably reduces gain, you can try to limit
its action to medium and upper frequencies and thus improve low-
frequency response. An 8-uf capacitor connected in series with S re-
sulted in the waveform of Fig. 808 (frequency 180 cycles) in which
the rounded tops indicate boost of some low-frequency compo-
nents. This obviously implies phase shift and possible instability.
Sharp pips on the leading edge, too fine to be seen in the photo, in-
dicates a tendency toward instability, and, when a 32-uf capacitor
was tried, oscillations built up.

Connecting a .01-uf capacitor across the transformer primary, fol-
lowing typical receiver practice, resulted in the upper oscillogram
of Fig. 809 where some overshoot is noted. For this test, feedback

Fig. 812 (left). 25-cycle sine-wave test frequency. Upper trace shows clean reproduc-
tion with negative feedback. Note presence of harmonic distortion in lower trace (no
feedback). Fig. 8183 (right). Sine waves showing the presence of ringing.
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resistor R1 of Fig. 801 was made 1,000 ohms, no shunting capacitor
being used. Shorting R1 resulted in the lower display where the
overshoot changed over to “ringing,” denoting instability. Acous-
tically, this means transient distortion, noticeable through the
hangover effect following a percussion tone. While moderate in-
verse feedback actually stabilizes an amplifier, an exaggerated
amount of it causes instability and eventually oscillation. Another
illustration of an outbreak of damped oscillations following the
leading edge of the square wave is given in Fig. 810 (the frequency
was 200 cycles).

A shortcoming of square-wave tests may be the difficulty of rec-
ognizing when an amplifier is overloaded. Many misleading pat-
terns can be obtained in this way. Two of them are shown in Fig.
811. The testing frequency was 1,000 cycles for the upper and 100
cycles for the lower display. No inverse feedback was used. As the
input amplitude is gradually increased, the overload condition will
be indicated by the appearance of dissymmetry between positive
and negative wavetops.

Sine-wave tests

Sine waves do not simulate the actual working conditions of an
audio amplifier, which is never used to reproduce single tones. A
“good” sine-wave test, therefore, is insufficient to characterize the
performance of the amplifier. Sine waves are, however, very useful
for the rapid determination of the beginning of overload as de-
scribed earlier, assuming the use of a low-distortion audio signal
generator.

Injecting a 25-cycle sine wave into the input of our amplifier re-
sulted in Fig. 812. Inverse feedback (upper waveform) removes
most of the distortion of the nondegenerative amplifier (lower
waveform). This type of distortion is mainly due to transformer
inductance variations during the cycle, because of the nonlinear
character of the magnetization curve.

The outbreak of damped oscillations, or ringing, illustrated with
square waves in Fig. 810 is shown in Fig. 813 using sine waves.
These oscillations start at a definite point of the cycle, depending
gn the bias of one or more tubes. Hum, due to poor filtering or in-
duced hum pickup, is shown in Fig. 814. For medium and high
frequencies, a smeared pattern (upper waveform) is obtained,
while dancing or multiple waves are displayed at low frequencies
(lower waveform).
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Phase distertion

Phase distortion does not seem to be objectionable in audio am-
plifiers (but it definitely is in video amplifiers). While there is little
or no phase distortion at medium frequencies of the audio ampli-
fier, there generally is appreciable phase shift at the ends of the
passband.

Phase ellipses are obtained by connecting the X scope input to
the amplifier input, and the Y terminals to its output, as explained

Fig. 814. Hum as seen at medium and
high frequencies (upper trace) and at
low frequencies (lower trace).

in Chapter 4. Although a straight line sloping from the lower left
to the upper right was obtained at medium frequencies, the pat-
terns of Fig. 815 were displayed at 50 cycles. No feedback was oper-
ative for loop A, indicating distortion due to the transformer and
an overall phase shift of between 90° and 180°. Introducing inverse
feedback not only cures the distortion, but reduces the phase shift
to less than 90° (loop B). At 15,000 cycles, the phasing ellipse A
(Fig. 816) shows a phase shift of about 90° for the nondegenerative

Fig. 815 (left). Input foutput phase patierns at 50-cycles: without negative feedback
(A4); with negative feedback (B). Fig. 816 (right). Phase pattern at 15,000 cycles: with-
out negative feedback (A); with negative feedback (B).
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amplifier, while application of inverse feedback resulted in the
flattened ellipse (B). Omission of capacitor C6 of the feedback loop
(Fig. 801) reduced even this low phase shift to about zero.

Analyzing distortion
Note that no oscillograms of small-signal, medium- and high-
frequency sine-wave test are given. This is because such patterns
always look beautiful for any type of correctly operating amplifier,
for minor amounts of distortion are not readily visible in such dis-
plays. To evaluate and analyze such distortion, waveform analyzers
R
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Fig. 817. Twin-Tee filter used to cancel
the fundamental frequency.

and distortion meters can be used to filter the fundamental as well
as possible and to examine the remaining components qualitatively
and quantitatively.

While wave analyzers are very intricate and expensive instru-
ments for laboratory use, fixed-frequency distortion analysis can
be carried outsimply and economically using a twin-Tee circuit such

Fig. 818 (left), Amplifier output before removal of the fundamental frequency (upper
trace); after removal {lower trace). No feedback was used. Fig. 819 (right). Same as
in the photo to the left except for the use of negative feedback.
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as shown in Fig. 817, operating at about 400 cycles. This twin-Tee
must be carefully matched for efficient cancellation of the funda-
mental. High-grade components must be used for stability. As the
exact absorption frequency is unimportant, it is best to select four
resistors and four capacitors of about 40,000 ohms and .01 pf, re-
spectively, on a bridge to get them matched at 19 or better. These
components are then assembled on a bakelite board, and the whole

Fig. 820. Hum component recorded
above a frequency refevence. Capacitor
C3 was removed (see Fig. 801).

affair is inserted between the amplifier output and the scope ampli-
fier. The scope is switched to external sync, and the sync input is
connected to the signal source to secure locking-in on the funda-
mental after cancelling it on the scope input.

With this simple device, the oscillograms of Figs. 818 (no de-
generation) and 819 (inverse feedback applied) were obtained,
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6.3V HTR intermodulation distortion lest wusing
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showing (upper waveform) the sine wave at the amplifier output
and (lower waveform) the remaining components after filtering
the fundamental, the scope amplifier gain being increased 10 times.
The input signal being set to produce equal output power in both
cases, the efficiency of inverse feedback is indicated by the fact that

183



the ratio of the residue to the unfiltered output is about 2 to 100,
or 2%, in the first case and perhaps 0.5%, in the second. (Because of
the small amplitude, no exact evaluation could be made. Express-
ing distortion percentage by this ratio holds only approximately.)

A qualitative evaluation of the residue shows a predominant sec-
ond harmonic (twice the fundamental frequency) and a low fourth-
harmonic content for Fig. 818. No odd harmonics can be perceived.
'The residual components of Fig. 819 cannot be evaluated without
additional amplification. Contemplating the corresponding sine
waves alone, it would have been impossible to state that the distor-
tion percentage of the first one is about four times greater than that
of the second, and no one could say how much it actually is.

Eliminating filter capacitor C3 (Fig. 801) resulted in an impor-
tant hum component superimposed on the residue, as shown in
Fig. 820. (The signal recorded in the lower waveform is for fre-
quency reference only.) In the unfiltered output voltage, the in-
creased hum was scarcely noticeable.

Checking intermodulation distortion

The injection of two signals into a nonlinear device produces
modulation of the higher-frequency signal. Similarly, if an ampli-
fier is impressed with two simultaneous tones, combination tones
due to intermodulation will be generated if the working character-
istic is not strictly linear, and it seldom is. Intermodulation distor-
tion (especially if high-order harmonics are present, generating
combination tones of increased number and strength) is more ob-
jectionable than other types of distortion.

There are special two-signal generators for intermodulation anal-
ysis. Simple intermodulation tests can, however, be made with a
power transformer heater winding as a 60-cycle source (Vy) and an
audio signal generator set at 2,000 cycles (Vi), as shown in Fig. 821.
By series-connecting the two sources, both signals are injected into
the amplifier input. A simple high-pass filter inserted between its
output and the scope amplifier eliminates the low-frequency com-
ponent. For examination, the sweep is synchronized with the pow-
er line and run at, say, 20 cycles. Vi, then is displayed as a bright
band whose borders may be just straight or show modulation.

Using this device with our amplifier, the intermodulation pat-
terns of Fig. 822 were obtained with inverse feedback (upper wave-
form) and without degeneration (lower waveform). Signals were
set for approximately the same output, leaving the scope controls
untouched. The upper oscillogram, taken with V¢ = 0.5 volt and
Vi = L5 volts, presents practically no intermodulation. In spite
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Fig. 822 (left). Intermodulation patterns: with negative feedback (upper trace); with-
out feedback (lower irace). Fig. 823 (right). Push-pull amplifier intermodulation pat-
terns: without feedback (upper trace); with feedback (lower trace).

of the reduced voltages (Vy; = 0.2 volt; Vg = 0.3 volt), the lower
pattern is modulated to about 409,. This again emphasizes the
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Fig. 824, Conventional class-A push-pull audio amplifier.

straightening effect of inverse feedback on the working character-
istics. Note that the modulation envelope is not a sine wave as
might be expected, but is comprised of strong harmonic compo-
nents, implying the presence of unpleasant “new” tones.

Another intermodulation test carried out on a push-pull ampli-
fier is illustrated in Fig. 823. The same signal voltages (Vy = 0.2
volt; Vy2 = 0.3 volt) were used for the tests without degeneration
(upper waveform) and with inverse feedback (lower waveform).
Inverse feedback practically eliminated intermodulation distor-
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tion. To show the efficiency of the high-pass filter, the line between
the two oscillograms represents the Vg component alone, Vi, being
reduced to zero and the scope amplifier gain being increased 10
times.

Push-pull amplifiers

Tests used on single-ended amplifiers also apply to push-pull
amplifiers. To investigate possible special testing methods, the cir-
cuit of Fig. 824, a conventional class-A push-pull job, was hooked

Fig. 825. Distortion caused by open
output-tube grid capacitor (CI in Fig.
824).

up. It features optional inverse feedback (switch 8) as well as a
potentiometer (R) for correct balancing of the push-pull stage.

Plate and cathode voltages of the phase-inverter tube V2 as well
as the plates of V3 and V4 are out of phase. To check this, the X
and Y scope inputs are connected to the corresponding points, and
a straight tilted line is obtained (not shown). The phasing was cor-
rect all over the audio band. An open output tube grid capacitor
(C1) introduced appreciable dissymmetry of the output waveform
as shown in Fig. 825. An open or shorted grid leak produces similar
distortion.

Low-frequency transformer distortion, examined with a 20-cycle
sine wave, was important as shown in Fig. 826 (lower waveform).
Introduction of negative feedback did not improve this situation
much, as shown by the upper oscillogram. The third-harmonic
component is predominant, and this is easily explained by the fact
that even order harmonics are eliminated in push-pull circuits.

To yield the best possible performance, a push-pull circuit has to
be carefully balanced. To carry out this balancing operation, po-
tentiometer R permits balancing the output tube bias conditions.
The scope input is connected to resistor R1 in series with the trans-
former tap. As the voltage developed across R1 is low, power sup-
ply hum may be disturbing. It is best to set the audio generator to
an exact multiple of the power-line frequency to obtain a stable
pattern. Connecting the scope ground to B-plus would be an im-
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Fig. 826 (left). Low-frequency distortion at 20 cycles is nearly the same with (above)
and without (below) negative feedback. Fig. 827 (right). Voltage across RI in Fig,
824 for unbalanced (above) and balanced (below) push-pull output.

provement but is hazardous as well as leading to a possible insula-
tion breakdown of the power transformer. It is definitely not
recommended.

The action of the balancing control is illustrated by Fig. 827, the
setting being correct (lower waveform) and incorrect (upper wave-
form). The 120-cycle ripple is clearly seen.

Tone controls
Tone controls are used to boost certain parts of the audio band
and to attenuate others. This obviously introduces distortion and

RF AMPL CoNY »11F AMPL

2ND DET S AAIDIO AMPLE—

¥

Fig. 828. Block diagram of a radio re-
cerver.
makes for unintelligible and misleading test patterns. That is why
no tone control circuits were used in the tested amplifiers.

This does not mean that tone controls are a nuisance; but vou
must be cautious when interpreting oscillograms, especially if
square waves are used. Of course, frequency and phase distortion
are deliberately introduced, but there should be no amplitude or
intermodulation distortion.

Investigating AM and FM radios
The block diagram of a radio receiver is shown in Fig. 828. As

187



the audio amplifier section has already been studied, only the
stages ahead of it will be examined now.

A radio set should supply good-quality sound reproduction, a
fair sensitivity to incoming signals and a low level of interference.
Audio distortion can be produced only from the if amplifier on. Be-
cause of the wide passband of the rf amplifier and converter stage,
inadequate tracking of the local oscillator and signal circuits can
only reduce the overall sensitivity and increase interference. Thus,
qualitative tests will involve second detector operation and if trans-
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former alignment only as far as one is interested in transmitted
bandwidth. On the other hand, a sweep generator can be used to
achieve top sensitivity and freedom from interference when per-
forming if transformer alignment and top-end tracking.

Diode detector operation

A typical second detector section of an AM radio is represented
in Fig. 829. A modulated signal generator is connected to the grid
of VI, using a coupling capacitor of, say, 1,000 ppf to avoid up-
setting bias conditions. Shielded cables are used for generator and
scope connections to avoid stray rf coupling and hum pickup.

Connecting the scope input to the diode plate (point D) results
in Fig. 830, which explains the mechanism of detection (or recti-
fication). While the full modulated rf wave appears for half-cycles,
making the diode plate negative with respect to its cathode, the
positive half-cycles are short-circuited by the conductive diode~
cathode space. Because of the limited resistance of the diode and
the low capacitance of C1 (to avoid loss of high-frequency audio
components), the clipping action is far from perfect though satis-
factory. Removing the diode results in Fig. 831, which shows the
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Fig. 830 (left). Clipped modulated rf wave at point D in Fig. 829 showing detection
prior to filtering. Fig. 831 (right). Removing the diode detector (V2 in Fig. 829)
results in reproduction of the signal generator output without demodulation.

modulated output of the signal generator, no detection taking
place.

Remember that connection of a shielded cable to “hot” points
such as D in Fig. 829 adds sufficient stray capacitance to detune the
circuit. Always use a law input capacitance probe. (These patterns

Fig. 832 (left). Detected signal at point A (junction of RI and R2) in Fig. 829. Note
absence of rf carrier. Fig. 833 (right). Demodulation distortion as a result of too
high a value of diode load resistance (RI in Fig. 829).

are presented for demonstrating checking techniques only; they
are useless for performance evaluation or alignment purposes.)

By connecting the scope input to point A, a fair reproduction of
the 400-cycle signal-generator modulation is obtained (Fig. 832).
An excessively large diode load resistor R1 (2 megohms instead of
0.2 megohm) is responsible for the distortion shown in Fig. 833.
Some residual rf is superimposed on the detected wave if the scope

1s connected to point B, ahead of the rf filter C1-R2 (Fig. 834).
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Compare the modulating and demodulated waves by connecting
the signal-generator audio output (if accessible) to the X deflection
amplifier of the scope. A Lissajous pattern is obtained, but remem-
ber that the loop thus tested includes the modulator as well as the
detector circuitry. So this method can also be used to test the per-
formance of the signal-generator modulator stage. A distorted pat-
tern may indicate poor generator performance.

A fair ellipse such as shown in Fig. 835 is indicative of good mod-
ulation as well as detection performance. The fact that an ellipse
is obtained instead of a straight line indicates the presence of phase

Fig. 834, Connecting the scope to point
B in Fig. 829 shows residual rf in the
demodulated signal.

shift, but this is not objectionable here. Increasing R1 to 2 meg-
ohms resulted in the distortion visible in Fig. 836 (compare with
Fig. 833), while an rf component due to the scope connection to
point B will be noticed in Fig. 837 (which corresponds to Fig 834).

These methods are good for qualitative evaluation of detector
performance. They are useless, however, for alignment and track-
ing operations, which must be done with the aid of a sweep gen-
erator.

Using a sweep generator

The following patterns were obtained with the scope input con-
nected to point A of Fig. 829, the sweep generator output being in-
jected first into the control grid of V1 to tune the second if trans-
former. The generator is then shifted to the converter input to tune
the first if transformer.

The double-trace method is useful for showing a lack of sym-
metry of the selectivity curve. Tuning the generator to make the
tops of the curves coincide (Fig. 838) shows the slopes of the sides.
A slight detuning to obtain base coincidence (Fig. 839) indicates
the lack of symmetry even more clearly. Another case of lack of
symmetry of an incorrectly tuned overcoupled transformer is shown
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Fig. 835 (upper left). Lissajous pattern (modulated input vs detected output) showing

correct detection. Fig. 836 (upper right). Increasing the value of the diode load

resistor RI (in Fig. 829) results in distortion. Compare this with Fig. 833. Fig. 837

(lower left). Connecting the scope to point B (in Fig. 82%) shows the presence of rf

in the detected wave. Fig. 838 (lower right). Selectivity curve (double trace). Fre-
quency correct; some skirt dissymmetry,

Fig. 839 (left). Safne waveform as in Fig. 838, bul generator slightly detuned to sepa-
rate thle traces. Fig, 840 (right). Incorrectly tuncd double-hump curve of gvercoupled
if transformer, (These are the illustrations at the bottom of the page.)
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Fig. 841 (left). Double-trace pattern. Too low a sweep frequency resulls in a pattern
which cannot be used. Fig. 842 (right). Double-trace pattern caused by incorrect
sweep frequency and excessive sync.

in Fig. 840, the two “humps” being unequal. Note that the lower
hump is different on the two traces. This obviously is not due to
the circuit under test, but to a nonlinearity of the modulating tri-
angular wave,

Incorrect setting of the time base may result in confusing pat-
terns such as Fig. 841, where the sweep frequency was too low, or
Fig. 842, combining incorrect frequency setting and exaggerated
sync.

Using the single-trace method with 60-cycle sine sweep and mod-
ulation and blanking of one trace, the selectivity curve of an over-
coupled if transformer is shown in Fig. 843. Though the double
hump is correctly reproduced, a double trace would evidence a
slight lack of skirt symmetry. The rounded top in Fig. 844, appar-
ently due to a fair passband characteristic is misleading for it is due
to amplifier overloading. To avoid this drawback, it is important
always to make sure that the lowest possible signal producing a
legible trace is used.

Fig. 843 (left). Selectivity curve of an overcoupled if transformer. Fig. 844 (right).
Amplifier overloading can result in a false pattern indicating adequate bandpass.
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Yig. 845 (upper left).Single trace. Incorvect sweep frequency shifts the trace. ¥ig. 846

{(upper right). Sweep width too low. Only the top of the curve appears. Fig. 847

(lower left). Sweep width is too high. No detail is visible on the curve. Fig. 848 (lower
right). Instability on the low-frequency side of the curve.

Fig. 849 (left). The instability shown in Fig. 848 has become sustained oscillation. Fig.
850 (right). Interference caused by local oscillator operation. (These illustrations
are al the bottom of the page.)
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A single-hump curve somewhat off resonance is shown in Fig.
845. In the single-trace method, an incorrect frequency setting pro-
duces off-centering of the pattern, If the swing is too low, only the
top of the curve is displayed and the resultant pattern (Fig. 846) is
useless. On the other hand, if the swing is too high, a curve of ap-
parently exaggerated selectivity (Fig. 847) appears.

An interesting feature of visual alignment of if amplifiers is the
clear indication of a tendency toward instability even before oscil-
lation actually occurs. Thus, Fig. 848 shows instability at a fre-
quency slightly lower than the tuning frequency. This instability
has become a sustained oscillation in Fig. 849, which shows an im-

rig. 851 (lett). Base-line distortion resulting from connecting scope input to point €
of Fig. 829. Fig. 852 (right). Superimposed rf component appears when the scope is
connected to point B,

portant superimposed high-frequency component. On the other
hand, the beats seen in Fig. 850 are due only to local oscillator oper-
ation during reception of a strong local station. To avoid this type
of interference, it is common practice to ground the local oscillator
grid, or even to pull out the converter tube (if this does not hinder
operation of the following stages, as in ac~dc sets).

Point A is best for connecting the scope input. Because of the

Yig. 853 (left). Diode rectifying effect. The scope is connected to point D in Fig, 829.
Fig. 854 (right). Rf response of overcoupled transformer. Diode removed, scope con-
nected to point D.
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insufficient time constant of R3-C3 at 60 cycles, connection to point
C results in the broken base line of Fig. 851, making skirt observa-
tion somewhat difficult. An rf residue appears if the scope is con-
nected to point B (Fig. 852).

The rectifying operation of the diode (Fig. 853) can be shown
by connecting the scope to point D. Eliminating the diode results
in Fig. 854 (compare with Figs. 830 and 831). Because of the de-
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tuning due to stray capacitance, this connection prevents correct
alignment and is not recommended.

Aligning the rf section

Once the if amplifier is correctly aligned, the sweep generator is
shifted to the antenna terminal of the set to obtain correct tracking
of the local oscillator and signal circuits. As the bandpass of the rf
circuits is wider than that of the if amplifier, the overall selectivity
curve is practically that of the if circuits. Correct tuning of the sig-
nal circuits will only enhance the sensitivity, increasing the ampli-
tude of the response curve. Aligning the local oscillator circuits will
allow for correct location on the dial of the frequencies of incoming

Fig. 856 (left). Assymetric S-curve. Incorrect center frequency is shown by the double-
trace method. Fig. 857 (right). Correct frequency trace shows fair linearity and lower
gain.
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Fig. 858 (left). Assymetric S-curve displayed by single-trace method. Fig. 859 (right).
Approximately symmetric S-curve with acceptable linearity.

stations, simultaneously providing best sensitivity by realizing the
specified tracking conditions.

Discriminator alignment

A typical discriminator circuit is represented in Fig. 855. The
sweep generator signal is injected into the grid of limiter V1 by a
coupling capacitor of, say, 100 puf. The scope input is connected to
point A.

The so-called S-curve that will be obtained has to satisfy several
conditions. The center frequency has to be 10.7 mc for FM sets
and 4.5 mc for TV sound. The slope has to be high to yield a high
gain, and linear too. It has to be symmetric regarding the baseline,
and the usable bandwidth corresponding to the linear part of the
characteristic has to be adequate. Because of interaction between
the primary and secondary transformer adjustments, some difficulty
is experienced in trying to approach the ideal S-curve. The primary
adjustment determines the gain of the circuit and, to some extent,
the symmetry and the center frequency. Tuning the secondary acts
very effectively on the symmetry and on the center frequency too.

The double-trace method is often recommended by manufac-
turers for tracing S-curves because any lack of symmetry is easily
shown. A somewhat asymmetric curve is shown in Fig. 856, the
crossing of the traces above the baseline indicating an incorrect
center frequency. The linearity is good. In Fig. 857, the center fre-
qquency is correct and the symmetry is good, but the gain is some-
what lower.

Using the single-trace method, Fig. 858 was obtained, showing
Jack of symmetry. The curve of Fig. 859 is fairly symmetrical, but
its linearity appears less good and its gain is lower.

These tests are qualitative only; markers or other quantitative
1eans are Necessary to ascertain a correct center frequency and ade-
quate bandwidth of the slope of the S-curve.
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chapter

waveforms in black-and-white
and color television

GETT!NG top performance out of both black-and-white and color
television receivers is facilitated enormously by waveform ob-
servations. Manufacturers’ manuals show correct waveforms, with
peak-to-peak voltages for key check points in the receiver circuits.

The peak-to-peak voltage of a waveform is just as important as
the shape of the waveform. In most cases, a tolerance of +-209%, is
permissible in the specified peak-to-peak voltage value. Likewise,
reasonable tolerances in waveshapes are permissible.

Key check points occur in the rf tuner, if and video amplifiers,
sync, sweep and intercarrier sound circuits in black-and-white re-
ceivers. In color receivers, additional key check points are in the
bandpass amplifier, color sync, chroma demodulator and matrix
circuits.

Rf tuner

Fig. 901 shows a typical rf response curve, obtained in the
course of tuner alignment in both black-and-white and color re-
cervers. The picture-carrier, color-subcarrier, and sound-carrier
markers are indicated. Some sweep generators have built-in facili-
ties for displaying them simultaneously. This is the preferred type
of generator for this type of work.

This curve shows that the tuner is badly out of alignment. The
bandwidth is much too great, and the curve is not reasonably flat.
The bandwidth should be approximately 6 mc, with the sound
and picture carriers fully up on top of the curve.

The test setup is made by connecting the vertical input leads
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of the scope to the rf test point (looker point) on the tuner, as
shown in Fig. 902. This is a tap on the mixer grid leak. An iso-
lating resistor of about 51,000 ohms should be used in series with

Fig. 901. Rf tuner out of alignment.

The bandwidth is much too great and

the response curve is not flat. Compare

the positioning of the carriers with
those shown in Fig. 904.

the scope input lead, so that the leads do not act as resonant lines
and distort the response curve.
Both rf and demodulated low-frequency voltages are found at
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Fig. 902. Typical television front end. The scope input can be connected to
the rf test point (T) shown in the circuit diagram.

the looker point. This is because the mixer tube is a detector (of-
ten called the first detector). Hence, we use a direct cable to the
scope and obtain a demodulated display on the scope screen.

The generator output impedance is made 300 ohms, and the
sweep signal is applied at points marked A in Fig. 902. The agc
line should be stabilized by applying 2 or 3 volts of negative dc
bias, obtained from batteries or a bias box.

If amplifier
A typical if response curve is illustrated in Fig. 903. The small
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bump to the left of the curve is the after-response of the sound
trap. The top of the response curve is not flat, but is considered
acceptable—particularly for black-and-white reception.

Fig. 908. Typical if response curve for a
black-and-white television receiver.

A severe case of misalignment of an if amplifier in a color re-
ceiver is seen in Fig. 904. The bandwidth is much too great, and
there are excessive peaks and dips in the response.

Fig. 904. Severe misalignment of an if am-
plifier in a color television recetver.

Note that the marker order is reversed, as compared with Fig.
901. This is because the local oscillator in the rf tuner operates
on the high side and inverts the frequency progression in the
heterodyning process.

Sometimes the sweep circuits must be disabled during align-
ment procedures. Otherwise, interference appears on the response
curve, as illustrated in Fig. 905. The horizontal output tube is
usually removed to eliminate this spike type interference.

A sharply peaked response curve, as shown in Fig. 906, which
cannot be brought into standard form by alignment adjustments
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is caused by if regeneration. The circuit fault must be corrected
before proceeding with alignment.

SPIKE
INTERFERENCE

Fig. 905. Spike interference
from the horizontal sweep
circuit.

To obtain if response curves, the sweep and marker signal volt-
ages are commonly applied at the plate of the mixer tube by a

Fig. 906. Waveform obtained when the
if amplifier of the television receiver
goes into regeneration.

floating tube shield as in Fig. 907. The scope is connected at the
picture detector load resistor, with a series isolating resistor of
approximately 51,000 ohms. This avoids possible curve distortion
due to cable resonances and also provides a low-pass action which
sharpens the marker indication.

Video amplifier

The video amplifier is the signal channel from the picture
detector to the picture tube. It is often neglected, but good quali-
ty pictures cannot be obtained without good video-frequency re-
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sponse. Modern sweep generators provide a video-frequency sweep
and marking facilities.

A typical video-frequency response curve is shown in Fig. 908.
The shape of the curve and its bandwidth are determined by the

590

Fig. 907 (left). The if signals are injected by using a floating shield over the mixer
tube. Fig. 908 (right). ¥ideo amplifier response curve.

values of peaking coils and load resistors in the video amplifier
circuits.

Note that a video sweep signal can be obtained from if sweep
and CW signals, as illustrated in Fig. 909. This is the preferred
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Fig. 909. Technigue for sweeping a video amplifier. CURVE APPEARS
ON SCREEN

method of sweeping a video amplifier because the response of the
picture detector peaking coils is taken into account. A demodu-
lator probe is used at the video amplifier output. This gives a
standard demodulated response on the scope screen.

Often an if tube must be pulled to avoid excessive noise inter-
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ference on the video response curve (Fig. 910). A video curve can
be marked with either beat or absorption markers. Both are seen
in Fig. 911. Absorption markers are usually preferred, since there

Fig. 810. To avoid neise modulation of video curve

an if amplifier tube should be pulled. Use a dummy

tube (all leads clipped, except filament) in series-
string receivers.

is much less likelihood of cross-beats causing spurious marker
indications.

Also seen in Fig. 911 is curve undershooting of the base line.
This is caused by high-frequency fields being picked up by the

BEAT MARKER
o

Vi

Fig. 911 (left). Hlustration of a beat and an absorption marker
on a video curve. Fig 912 (right). Y amplifier response curve.

demodulator probe. The probe and its cable must be kept at a
distance from the generator cables to avoid this difficulty.

Y amplifiers

The Y amplifier in a color receiver is similar to the video am-
plifier in a black-and-white set. However, the Y amplifier response
shows a deep dip at 3.58 mc, caused by the color subcarrier trap
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(Fig. 912). Note the small dips at intervals on the curve—these are
absorption markers.

Absorption markers are often obtained from marker boxes. The
box is connected in series with the output cable from the video

Fig. 913. Display obtained in check of
generator flatness. A marker box pro-
vides absorption markers.

sweep generator. It provides spot-check absorption markers, us-
ually at 0.5, 1, 1.5, 2.5, 3.1, 3.58, 4.1 and 4.5 mc.

When the output from a video sweep generator is passed
through a marker box and then into a demodulator probe and
to the scope, these markers appear on the swept trace (Fig 913).
This is a useful display because it shows whether the generator

BURST PHASE

Fig. 914 (left). Typical chroma demodulator response curve.

Fig. 915 (right). Sine-wave and phase pulses are obtained

from the chroma demodulator when a rainbow signal is ap-
plied to the color receiver.

sweep is “flat.” A sweep signal which lacks flatness make for diffi-
culties in alignment work.
Chroma demodulators

Sweep alignment of chroma demodulators is made in the same
manner as checks of video or Y amplifier response. However,
bandwidth is less. The bandwidth of a chroma demodulator
should be from 0.5 to 1.5 mc, depending upon receiver design. On
the other hand, a good video amplifier has a bandwidth of about
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4 mc. A properly operating Y amplifier usually has less—about
3.1 mc.

A typical (B——Y) demodulator response curve 1s shown in Fig.
914. The first marker appears at the top of the curve, at 0.5 mc.
The second absorption marker appears at 1.5 mc.

When a rainbow signal is applied to a color receiver, the scope
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Fig. 916, There is sufficient frequency response at points
X and Y to reproduce the color burst. Very little burst
is found at point Z.

display obtained at the output of a chroma demodulator is a sine
wave with a superimposed pulse (Fig. 915). The pulse corresponds
to the burst. It marks the phase of chroma demodulation and is
a useful indication of quadrature transformer adjustment.

Color burst
The color burst first appears in demodulated form at the output
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of the picture detector. You must test at a suitable point. Fig. 916
shows that points X and Y have suitable frequency response to
reproduce the color burst (3.58 mc) correctly. On the other hand,
the frequency response at point 7 is poor, and little or no burst

BURST " “~BURST

Fig. 917 (left). Burst and chroma bar signal from a color bar generator. Fig. 918
(right). Burst and camera signal from a color broadcast transmission.

is found here. Point Z is suitable only for low-frequency displays,
such as frequency response curves.

The color burst is very clean and sharply defined when you

Fig. 919, Beat between the 3.58-mc color

subcarrier and the 4.5-mc sound carrier

causes ¢ 920-kc wavy edge along the top
and bottom of this waveform.

apply the output from a color bar generator directly to the vertical
input terminals of a scope (Fig. 917). On the other hand, the burst
obtained from a color broadcast signal is mixed with noise and
cross-talk, as seen in Fig. 918. This often confuses the beginner,
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who feels that he should see a clean-cut burst from the picture
detector.

In high-signal areas, the broadcast burst is cleaner on locally
originated signals but never has the sharpness of a direct output

Fig. 920. The output from the burst amplifier
is the 3.58-mc color burst only.

signal from a color bar generator. When a color receiver is driven
from a color bar generator, the burst and chroma signal at the
picture detector have less fuzziness than a broadcast burst, but

Fig. 921. Gating pulse at the screen
grid of the burst amplifier tube.

lack the sharpness of the waveform obtained directly from the
generator. This is caused by introduction of circuit noise and
cross-talk from the receiver circuits.

When the 4.5 mc sound carrier mixes appreciably with the
color subcarrier, a 920-kc beat appears at the edges of the chroma
waveform (Fig. 919). On the picture-tube screen, this causes
diagonal 920-kc beat lines.
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A scope used for display of the burst and chroma waveforms
must have full response at 3.58 mc. Otherwise, the chroma portion

RINGING

N
Fig. 922. Driving waveform at the grid \ \
of the horizontal-output tube. Note the v‘ ‘
effect of ringing on the waveform. k

" ¥

of the waveform will become attenuated in the vertical amplifier
of the scope.

Burst amplifier
The burst amplifier is tuned to a bandwidth of about 600 kc
and is gated at burst time. Hence, the output from a normally

{
f
|
i
ég
|

Fig. 923. Waveform obtained across the
harizontal-deflection coils in the yoke.

operating burst amplifier is the burst waveform only, as seen
in Fig. 920. The Y and camera signals do not appear at the burst
amplifier output.

The gating pulse applied to the screen grid or cathode of the
burst amplifier tube has a pulse waveform, as seen in Fig. 921.
In checking all such waveforms, both the peak-to-peak voltage
and the waveshape are observed.

Checks in most chroma circuits should be made with a low-
capacitance probe. This minimizes circuit loading and avoids the
possibility of distorting and attenuating the waveform under test.
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Horizontal sweep system

The grid of the horizontal output tube is driven by a combi-
nation sawtooth and pulse waveform, as seen in Fig. 922. This
waveform is somewhat faulty in that “ringing” or ripples appear
along the sawtooth. This is an indication of trouble in the
horizontal oscillator circuits.

Fig. 924. The current flowing through the
horizontal-deflection coils is a sawtooth
waveform.

Across the horizontal deflection coils, we find a pulse type of
voltage waveform (Fig. 923) but the current through the coils is
a sawtooth (Fig. 924). The current waveform is obtained by con-
necting a 5-ohm resistor in series with the return lead from the
yoke and applying the scope across the resistor.
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oscilloscope fault patterns

usT like any other instrument, the scope is likely to introduce
distortion and deformation of its own. Such accidents can
lead to misleading and even meaningless oscillograms—some
patterns are difficult enough to interpret as it is. Fortunately,
the scope may be used to check its own performance, the supple-
mentary instrumentation required for servicing it being negligible.
Incorrect scope operation can result from poor design, misap-
plication or component failure. We will be concerned here only
with specific scope troubles. Faults common to servicing practice,
such as broken heaters, open resistors and shorted capacitors
will not be considered.

Action of external fields on the CRT

Although the cathode-ray tube used in instruments generally
is of the electrostatic type, its beam can be deflected by magnetic
as well as electric fields. Actually, magnetic fields alone are
troublesome, for electric fields strong enough to deflect the beam
are rarely encountered in the vicinity of a C-R tube and if they
were, the metallic box enclosing the instrument would provide
sufficient shielding.

Static magnetic fields such as those produced by the earth or
by permanent magnets are not troublesome, for they- can be
counteracted by the centering controls. On the other hand, the
stray magnetic field of power transformers and chokes can produce
serious spot deflections. For that reason, the power supply unit

of old-time laboratory scopes was placed a good yard away from
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the C-R tube. This, of course, does not prevent deflection from
other nearby ac fields, and thus offers no complete solution.

The only way to protect the tube from ac magnetic fields is
to enclose it in a shield made of a ferromagnetic material. The
higher the magnetic permeability of the shield, the more efficiently
it works by collecting the force lines of the ambient magnetic
fields. Mumetal is extensively used for magnetic shields and is
more effective than a soft iron tube of a 10 times greater wall

Fig. 1001 (left). Effect of a stray magnetic field close to the screen of a shielded CRT
displaying a sine wave. Fig. 1002 (right). Effect of a scope power supply transformer
magnetic field on an unshielded CRT with and without a sine-wave signal.

thickness. Any machining or even rough handling of a Mumetal
shield deteriorates its high permeability and its initial pro-
perties can be restored only by reprocessing by the manufacturer.

To check the influence of an external field on the shielded
cathode-ray tube, the primary of an output transformer was
connected to the 60-cycle line, its air gap being increased to
about 1/16 inch to increase its stray field. Displacing this “field
generator” along the shield proved its efficiency, for no influence
upon the beam could be detected. Placing this transformer near
the screen at the part of the tube not protected by the shield
resulted in Fig. 1001, showing a low-frequency sine wave period-
ically expanded and compressed. Unlike the field generated by
a TV deflection unit, the stray field is far from uniform, and its
effect is strongest at the left, in the vicinity of the transformer.
The principal interfering field component appears to be vertical
(because the beam is displaced horizontally), but the amplitude
variation indicates presence of a somewhat smaller horizontal
component.

Removing the shield to study the action of the scope power
supply transformer on the beam resulted in Fig. 1002, showing
(above) a slight vertical deflection of the baseline and (below)
a rather significant “wobbulation” of a low-frequency sine wave,
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Fig. 1003 (left). Effect of a stray magnetic field on a higher-frequency sine wave. Fig.
1004 (right). Deflection produced by an external magnetic field on an unshielded
CRT.

alternatively compressing and expanding the successive cycles.
Presence of closed loops indicates that the trouble arises from the
scope, for a spot swept by a linear time base cannot trace such
figures without reversing its direction. Effect of the same stray

Fig. 1005. Deflection due to an

external magnetic field super-

imposed on electrostatic sine-
wave deflection,

field on a 5,000-cycle sine wave is shown in Fig. 1003. The
principal offending component appears to be vertical. Note that
this type of interference can be minimized by positioning the
power transformer as far away as possible from the screen end
of the C-R tube.

To demonstrate the effect of a much stronger external magnetic
field upon the unshielded tube, the field generator probe was
placed beside the tube, producing the vertical deflection shown
in Fig. 1004. Injecting a sine wave of about 85 cycles into the Y-
amplifier resulted in the very distorted waveform of Fig. 1005.
These patterns emphasize the very real need of an efficient shield
for correct operation of a cathode-ray tube.

CRT power supply troubles
The high operating voltages of C-R tube power supplies using
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high-value resistors and controls and high-voltage capacitors
require good quality, conservatively rated components for reli-
ability. An important change of resistance of a component may
sufficiently upset the working voltages to eliminate the spot

Fig. 1006. Correctly focused base

line and out-of-focus deflected

beam resulting from astigma-
tism.

entirely. If, however, the spot is untraceable, the trouble generally
stems from incorrect dc deflection voltages or an open plate
lead ““freeing” the plate concerned. In this case, grounding the
four plates will make the spot appear.

Of course, the tube may be defective too. The author once was
taced with one that displayed no spot, broke down the power

Fig. 1007. Focusing the deflected
trace results in an out-of-focus
base line.

supply voltage to only several hundred volts and showed a faint
glow in the part of the bulb near the gun. The tube obviously
was gassy, a somewhat rare case.

Astigmatism is a type of distortion characterized by a lack of
focus along one axis, the other axis being correctly focused. Many
tubes are more or less astigmatic due to internal misalignment,
but this effect generally is not too pronounced. Very noticeable
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Fig. 1008 (left). 120 cps hum modulation of the CRT grid, Fig. 1009 (right}). Hum
modulation of the CRT grid showing display of a higher frequency.

astigmatism is introduced by incorrect working conditions of
the tube. The effect is minimized if the final anode potential
equals the mean potential of the deflection plates. If a special
control is provided for varying the final anode voltage, it will
allow for correction of specific C-R tube astigmatism too.

Astigmatism is most likely to occur in scopes using dc amplifiers,
especially if the deflection-plate pairs have differing mean
potentials. In the author’s scope, the deflection plates are directly
coupled to the push-pull output amplifiers, and their mean
potential is about 220 volts. Setting the astigmatism control to
that voltage, no defocusing is discernible. Grounding the final
anode resulted in the typical astigmatism shown in Fig. 1006.
While a correctly focused baseline is obtained, application of a
Y-deflection voltage produces an out-of-focus trace. If we correct
the focus of this trace (Fig. 1007), the baseline is no longer in
focus.

Considerable off centering of the trace (several times the screen
diameter) obviously accentuates the unbalance of potentials and
may necessitate a new setting of the astigmatism control.

A quite different type of interference is hum induced into the

Fig. 1010 (left). Display of 60-cycle wave, low-capacitance pickup. Fig. 1011 (right).
Observation of details by trace expansion and off-centering.
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grid (or even into the cathode) of the C-R tube by pickup or by
poor filtering of the power supply. This produces an intensity
modulation of the trace as shown in Fig. 1008 (a 120-cycle wave is
displayed). For a sine wave of higher frequency and the same
time-base setting (15 cycles), an intensity-modulated rectangle
(Fig. 1009) is obtained.

It takes a lot of ripple to modulate the other electrodes, and
thus elaborate CRT power supply filtering is not only cumber-
some, but even unnecessary. As the tolerable amount of ripple

Fig. 1012, Saturation in @ dc ampli-
fier resulting from trace shifting

between cathode and grid is, however, much lower, a simple low-
voltage R-C filter connected between cathode and grid may be
used to smooth the bias voltage.

Y-amplifier defects

It is customary to test a scope by putting a finger on the Y-input
terminal and observe the 60-cycle sine waves. Newcomers may be
puzzled to see a wave such as Fig. 1010 (obtained by connect-
ing an “antenna” of some yards of wire to the Y-input) instead of
a more or less pure sine wave. There is nothing wrong with the
scope but, as this is a very-low-capacitance coupling, the higher
frequencies are favored and the display emphasizes the harmonics
of the fundamental.

To observe the details of such an irregular wave, trace expan-
sion and sometimes considerable off centering must be provided.
A portion of that wave, expanded about six times and much off
center, is shown in Fig. 1011. The thickening of some lines is
due to rapidly fluctuating components, probably noise, not
harmonically related to the fundamental.

To allow for trace expansion and off centering, an amplifier
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Fig. 1013 (left). Square wave is differentiated by trace shifting in an incorrectly oper-
ating de amplifier. Fig. 1014 (right). Correctly operating amplifier, no differentiation.

must provide ample output voltage. In dc amplifiers, the position-
ing control may upset the operating voltages and produce satura-
tion in the off-centered condition. The three sine waves shown
in Fig. 1012 demonstrate this. The signal voltage was the same,
but saturation occurred when the trace was shifted upward or

Fig. 1015 (left). Time-base-triggered spurious oscillation in the ¥ am-
plifier. Fig. 1016 (right). Spurious oscillation in the Y amplifier irig-
gered by the time-base return stroke.

downward. This type of saturation obviously does not exist with
ac amplifiers where the trace shifting is accomplished indepen-
dently of the amplifier.

Another case of distortion found in a dc amplifier is shown in
Fig. 1013 where the same square wave appears differentiated when
the trace is shifted. The trouble came from an incorrect screen
supply of the push-pull output amplifier. Correct operation is
shown in Fig. 1014.

Trouble arising from spurious oscillations and all types of
coupling between the Y- and X-channels may be hard to eliminate.
In the oscillograms of Figs. 1015 and 1016, a time-base-triggered
oscillation probably built up in the Y-amplifier. Rearrangement
of the wiring completely cured the trouble.
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Crosstalk
Crosstalk means unwanted coupling, or transfer of a signal from
one channel into the other. Let the time base be the first offender.

Coupling the time-base triggering pulse into the Y-input by a

Fig. 1017. Time-base triggering
pulse penetrating into the Y am-
plifier by low-capacitance cou-

pling.

small capacitance, a spike is obtained at the beginning of the
sweep (Fig. 1017) and the return trace (made visible for demon-
stration) is noticeably deviated. Note, however, that the short
duration of the pulse leaves the major part of the baseline straight.

Fig. 1018. Time-base wvoltage
penetrating into the Y amplifier
by capacitive coupling.

The actual form of distortion introduced depends on the
offending coupling element. Inducing some time-base voltage into
the Y-amplifier by a definite capacitance causes lifting of the trace

Fig. 1019 (left). Purely resistive time-base voltage coupling into the Y amplifier re-
sulis in a linearly rising trace. Fig. 1020 (right). Effect of injecting a signal voltage
into the X amplifier by resistive coupling.
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as shown in Fig. 1018, while a purely resistive coupling means a
superimposition of the linear sawtooth voltage upon the displayed
signal (Fig. 1019).

Just as the X-induced crosstalk in the Y-channel is discernible
as a curved or sloped baseline, action of the Y-amplifier upon the
X-channel is characterized by horizontally directed waveform

™y
S —

‘s

Fig. 1021 (left), Effect of injecting signal voltage into the X amplifier by capacitive
coupling. Fig. 1022 (right). Severe distortion of a 15-kc square wave due to signal
infection into the X amplifier through a capacitance of about 5 ppf.

distortion. By resistively coupling some signal voltage into the
X-amplifier, the pattern of Fig. 1020 was obtained, showing back-
and-forth motion of the sweep. Capacitive coupling gives the
pattern of Fig. 1021, which shows severdl spot returns during
each stroke.

Wavetorms presenting steep variations such as square waves are
likely to produce crosstalk because of very low coupling capaci-
tances. Simply bringing a wire connected to the X-amplifier to

Fig. 1023 (left). Hum in the X amplifier. The whole trace is shifted back and forth.
Fig. 1024 (right). Time-base hum. While one end of the trace remains stationary,
the other end is swept back and forth.

the Y-input fed with a 15-kc square wave resulted in Fig. 1022,
in which the original waveform is hardly discernible. Note,
however, that the flat portions are comparatively well reproduced,
the voltage being constant.
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Trouble in the X-channel

When studying time-base operation, we examined the causes
and effects of nonlinear sweep and faulty sync, and so they will
not be considered here.

It is clear that a hum voltage in the X-channel will sweep the
trace laterally. Note, however, that a ripple voltage acting upon
the X-amplifier alone “vibrates” the whole trace horizontally (Fig.
1023) while time-base hum is characterized by an apparently
elastic pattern that is fixed on one end and shaking on the other
(Fig. 1024). This lateral discrimination is due to the fact that
the hum component periodically varies the time-base triggering
voltage.

This list of troubles is by no means exhaustive, but it should
prove useful in servicing oscilloscopes.
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